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1 General

The GECO20 compact automatic system is used as an automatic function for the control and monitoring
of combustion engines in sprinkler, emergency power supply, generator parallel and mains parallel
systems. The device, which is designed for a supply voltage of 24 V DC, is available in different
configurations. Adaptation to different units/systems is carried out conveniently with modern
parameterization software. All parameter settings are stored in a flash memory in a zero-voltage-proof
manner.

Depending on the expansion stage and module configuration, analogue values can be connected as
standardised signals or directly (mains voltage, generator voltage and generator currents). This enables
the integration of various protection and functional units, such as power control, mains protection and
synchronization. The supply voltage and, optionally, the speed sensor (pick-up) can also be monitored.
Individual settings can be made for frequency and power control as well as voltage and Cos Phi control for
the different operating situations.

The mains and generator switches are controlled automatically or manually, depending on the selected
operating mode. This also applies to starting and stopping the combustion engine. With the help of the
times and counters - which can be set in wide ranges - the automatic can be easily and optimally adapted
to a wide variety of applications.

Extensive internal and external monitoring circuits ensure safe operation of the system by monitoring all
electrical, mechanical equipment and system components.

The GECO20 has a CAN BUS interface that enables communication with engine control units.

External data communication can be implemented via various bus couplers (Profinet or Modbus) for
connection to a visualization, for example to a building management system.

11 Functioning

The GECO20 compact automatic is a microprocessor-controlled protection device for recording all
measured values in the system to be monitored. The measurement of the relevant values is a real effective
value measurement and is carried out as simultaneous scanning. Phase voltages, string voltages,
conductor currents, active power, apparent power, reactive power, cos-phi and frequency are recorded.
Depending on the chosen measurement method, measurements can be taken with or without a star point.
For measurements without a star point, the connection of a neutral conductor is not necessary.

The measured values are displayed on a touchscreen display. Limit values or limit value messages can
be parameterized on the output relays. There are 64 freely configurable alarms available to the user.

Frequency measurement is only active from a measuring voltage above 45 V. Below this voltage, the
GECO20 operates with a fundamental frequency of 50 or 60 Hz, which can be set by means of
parameterization.

active power is therefore determined from the sum of the instantaneous

The calculation of the active power is done according to the formula: The p= h"(t)* i(t)dlt
powers over a time interval. 0

The apparent power is calculated from: 17

It is formed from the product of the RMS values of U= _ﬁfdt;| =
voltage and current. T 0

The reactive power is calculated from: Q= /82 - p?

For integration, the period duration is determined via frequency measurement. During a period, 16 scans
are performed.
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1.2 Safety/Warning

The installation of the control system may only be carried out by authorized and trained
personnel. Connecting the system may require working with hazardous currents and
voltages, so the person performing the system must be familiar with the hazards of
wor king with electrical units.

1.3 Commissioning

The GECO20 compact automatic transmission must be wired according to the connection diagram. After
applying the auxiliary voltage, the power LED of the plug-in modules flashes and changes to continuous
light as soon as all modules are working correctly on the internal data bus. The initialization screen appears
on the display of the display and operating device. Once the system is booted up, the main image is
displayed, and the touch panel is operable.

The bus connection to GECO20 must be laid shielded. The maximum cable length should not exceed
500m. In addition, a line resistance of 50 ohms must not be exceeded.

The device is factory-calibrated and pre-set with factory settings. Monitoring starts at an input voltage of
approx. 45 V Phase - N. Parameterization is required for correct adaptation to the respective application.
Target and action values must be checked and, if necessary, adapted to the system.

A Connection according to VDE 0160, installation and commissioning only by trained
specialists.
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1.4 Software GV2 Download

The current version of the GV2 parameterization software is freely available for download on the HPS
homepage. The "Downloads" button is placed at the top of the search bar.
The installation file will be downloaded as a ZIP directory. After unpacking, the installation process can be

started via the *.exe file.
Hanseatic
W Power
Solutions

S — Your Partner in Power

Achieve
powerful
results

| together

Solutions Devices

Certificates & integrated environment- and quality
management

DIN ISO 14001:2015 Certificate (171.3 KiB)
IM hand book (2.8 MiB)

Prog]'am management
Program - V2.39_12.2.203 (132.1 MiB)

Device descriptions
KAS-V2 Compactautomatik Version20 (12.3 MiB)

KSS Compact Protection System Version 11 (5.8 MiB)
LS 2 Wirebreak Relay Version 01 (348.1 KiB)

SOP 2 KSS Operator Panel Version 08 (7.1 MiB)

SYR 2 Synchronising Device Version 02 (2.0 MiB)

DIS 2 Differential Protection Relay Version 02 (2.1 MiB)
US 2 DC-Voltage Relay Version 01 (312.0 KiB)
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2 Device assembly

The GECO20 compact automatic transmission has a modular design. The individual modules are
connected via a bus connector (T-Bus) on a DIN rail. The order of the arrangement is arbitrary. The power
supply is provided by the COM20 module. The display and BUS modules have a separate power supply.
The following modules are available.

Basic equipment

§ GTP20 - Display and control unit (touch panel)
§ COM20 - Central control

§ PM20 - Voltage and current measurement

§ DI20 - Digital inputs

§ DO20 - Digital outputs

To expand the system, the following are available:

§ GTP20R - Display and control unit as a remote panel (touch panel)
§ AI20 - Analog inputs

§ AT20 - PT 100/0 measurement

§ PN20 - Profinet coupling

§ MT20 - Modbus TCP/IP (server) coupling

§ MR20 - Modbus RTU (slave) coupling

2.1 Display and control unit GTP20 / GT20R

The GTP20 display and control unit can be used as a main
panel, as well as a remote panel for:

§ Operation via the touch display

§ Display of measured values

§ Display of operating states via LED's
§ manual control of the system

Itincludes:

§ A fault message memory with up to 511 fault messages
§ Your own galvanically isolated power supply

§ Data bus interface to COM20 (RJ45)

§ Data bus interface to remote panel (RJ45)

§ a real-time clock with at least 72 hours of data retention
§ 1 analog output (+/- 20 mA or +/- 10 V)

§ 1 analog output (+/- 10 V)

§ 4 digital inputs

§ 2 digital outputs
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2.2 Communication module COM20

The COM20 module includes:

power supply of the components

1 analog input for a second battery voltage measurement
2 analog inputs for external setpoint presets (+/- 10 V)

4 analog outputs (+/- 10 V)

speed monitoring (pick-up)

parameterization interface (USB-B)

data bus interface to GTP20 (Ethernet/RJ45)

data bus interface for power and Cos Phi control (2-wire)
data bus interface for motor communication CAN BUS (2-wire)
internal data bus interface (T-Bus)

w W W wWw ww ww w w

2.3 Power module PM20

The power module includes:

2 x 3-phase voltage and frequency measurements
3-phase current measurement

1-phase current measurement (earth/neutral current)
8 digital outputs

3 digital inputs

1 analog output (+/- 20 mA or +/- 10 V)

1 analog output (+/- 10 V)

internal data bus interface (T-Bus)

w W W wWw w W w wWw

2.4 Digital input module DI20

The digital input module includes:

8 22 digital inputs

§ internal data bus interface (T-Bus)
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25 Digital output module DO20
The digital output module includes:

8§ 11 potential-free digital outputs (9 NO and 2 changeovers)
§ internal data bus interface (T-Bus)

2.6 Analog input module Al20

The analog input module includes:

8§ 6 galvanically isolated measurement inputs
Input range (+/- 20 mA or +/- 10 V)

2 inputs for direct connection of a potentiometer
internal data bus interface (T-Bus)

w W w

Version/Date: 07 / 24.09.2026 / SCO
GECO20_Description_Version07.docx7 Side: 11 from 113



Hanseatic
Power

Compact automatic e Solutions

User manual

2.7 PT100(0) measurement module AT20

The analog measurement module includes:

8§ 6 PT100(0) measurement inputs

§ 2 measurement inputs (+/- 20 mA or +/- 10 V)
§ internal data bus interface (T-Bus)

2.8 Profinet PN20

The Profinet module includes:

galvanically isolated power supply

1 Profinet interface; 2x RJ45 100Mbps Full Duplex
1 potential-free digital output (changeover)
integrated switch functionality

internal data bus interface (T-Bus)

w W W W W

2.9 Modbus TCP/IP MT20 Server

The Modbus module includes:

galvanically isolated power supply

1 Modbus TCP/IP interface; 2x RJ45 100Mbps Full Duplex
1 potential-free digital output (changeover)

integrated switch functionality

internal data bus interface (T-Bus)

w W W W W
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2.10 Modbus RTU MR20 Slave

The Modbus RTU module includes:

§ galvanically isolated power supply

8§ modbus RTU Interface RS232/RS485 (D-Sub 9)
§ 1 potential-free digital output (changeover)

§ internal data bus interface (T-Bus)
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3 Functions
3.1 Analog Inputs

The two analog inputs on the COM20, which are included in the basic configuration of the GECO20, are
assigned to fixed functions. The applied voltage values can be scaled.

1 Analog input 1 is used to record the external setpoint specification for the power in mains or generator
parallel operation. The input voltage range is +/- 10 V.

1 Analog input 2 is used to record the external setpoint specification for the power factor in mains or
generator parallel operation. In the case of mains supply control in mains parallel operation, the mains
actual power is recorded at this input. The input voltage range is +/- 10 V.

1 Analog input 3 is used to monitor a starter battery or to monitor the symmetry of two batteries. The input
voltage range is 0 to +35 V DC.

An expansion of the analog inputs can be realized with the Al20 and AT20 add-on modules. The Al20
offers six separate measurement inputs for an input range of +/- 20 mA or +/- 10 V. The AT20 also offers
two of these measurement inputs. In addition, six PT100(0) measurement inputs are available on the
module.

PT100(0) Connection Examples
Connection examples for PT100 encoders to measurement input 1

PT100 PT100 PT100

WA ke

Four-wire three-wire two-wire

Connection example for PT1000 encoder to measurement input 1

PT1000

3.2 Analog Outputs

The GECO20 compact automatic transmission has eight analog outputs that operate as +/- 10 V output as
standard. One of the two analog outputs on the PM20 power module and on the GTP20 control panel can
be switched to +/- 20 mA. The analog outputs 1+2 and 3+4 on the COM20 module each have a common
potential. The four outputs are potential separated for the supply voltage. The two outputs on the PM20
module require an auxiliary voltage from the outside and are galvanically isolated from the internal
electronics.

Different functions can be assigned to the outputs (see table below).
The voltage/current range of the respective analog output can be scaled.
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+8— VDC
+7—
+6—
+5—
+4—
+3—
+2—

+1—

1.000 KW

Analog outputs

T T 1T T T
12 13

El. Poti i Frequency/Power

Control range and gain can be adjusted in GV2 or on the panel. For gain, the set parameters
are taken from the pulse controller.

See point 4.7.3 and 6.14.4

El. Poti i Voltage/Cos Phi

Control range and gain can be adjusted in GV2 or on the panel. For gain, the set parameters
are taken from the pulse controller.

See point 4.7.3 and 6.14.4

PID-T171 Frequency/Power

The control range is set in the GV2 at the corresponding analog output. The "Offset" setting can
be used to move the center of the control range. The gain can be adjusted in the GV2 or on the
tableau.

See point 4.7.1 and 6.14.1

PID-T1 1 Voltage/Cos Phi

The control range is set in the GV2 at the corresponding analog output. The "Offset" setting can
be used to move the center of the control range. The gain can be adjusted in the GV2 or on the
tableau.

See point 4.7.1 and 6.14.2

Battery Scaling of the output range.

Power % Scaling of the output range. For capacity control in parallel operation of the unit.
Power KW Scaling of the output range.

Cos Phi Scaling of the output range. For the Cos Phi control in parallel operation of the genset.

Generator frequency

Scaling of the output range.

Power frequency

Scaling of the output range.

Apparent power kVA

Scaling of the output range.

Apparent power %

Scaling of the output range.

Generator Electricity 11 %

Scaling of the output range.

Generator Electricity 12 %

Scaling of the output range.

Generator current 13 %

Scaling of the output range.

CAN Bus Speed

Scaling of the output range.

CAN Bus i1
Temp.

Cooling Water

Scaling of the output range.

CAN Bus 1 Oil Pressure

Scaling of the output range.

CAN Bus i Oil Temperature

Scaling of the output range.
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3.3 Digital inputs and outputs

Depending on the device variant and configuration level, the GECO20 compact automatic transmission
has a varying number of digital inputs and outputs, for some of which function assignments are already
pre-assigned ex works. Free inputs and outputs can be assigned additional functions.

See point 4.2.4 and 4.2.5

3.4 Limits

Depending on the device variant and expansion stage, a series of minimum or maximum values are
specified for unit control via the operating and limit value settings. If one of the measured values exceeds
or falls below the corresponding preset limit value, a correspondingly parameterized output relay can be
controlled, whereby the respective switching behaviour can be coded to the quiescent or working current
principle. As soon as the measured value moves within its limits again, the switching stage tilts back to the
starting position with hysteresis.

3.5 Alarms

The display of fault messages when limit values are triggered is activated via the parameterization of the
alarms. In addition to the dedicated alarms, 64 free alarms are configurable. The respective switching
behaviour during tripping can be coded to the quiescent or working current principle. Furthermore, alarms
can be combined into fault message groups or block groups can be created to suppress fault messages in
certain states.

The reset after a fault message can be done automatically depending on the parameterization, via an input
or via the "RESET" button on the GTP20.

See point 4.4 and following

3.6 Generator Program

If the system configuration with switch control 'Generator' has been selected, the following operating modes
are differentiated.

3.6.1 Island operation

In automatic mode, the unit is started via the 'Remote Start' input. If the measurement has exceeded the
minimum limit values for generator voltage and frequency, the output '‘Generator - Circuit Breaker Ready'
is closed. To switch on the GCB, the input 'First activation release / pilot' must also be set. If the input
remains set even after activation, the 50 Hz pilot control is active. If the input is deactivated again after
switching on, the power control is active.

The GCB is deselected by deactivating the 'Remote Start' input. If the 50Hz control is active, the GCB is
switched off immediately and the unit stops at the end of the run-off time. However, if the capacity control
is active and the power is greater than the limit value 'unit loaded', the load is relieved first. After relief has
been granted or after the 'relief period' has expired, the GCB is switched off.

For the aggregate parallel operation, the input 'Agg. parallel operation'. If this input is set, the pilot unit is
relieved first when the GCB is deselected. The deselection of the GCB is reported via the output to the
PLC, which takes over the selection of the pilot.

3.6.2 Parallel operation

The generator circuit breaker (GCB) is selected and deselected in the same way as in island operation.
However, if the busbar voltage is present, the GCB is not switched on via the input 'First switching release
/ pilot’, but the synchronization is activated and the GCB is switched on via the synchronization pulse acting
on the output ' GCB On'.

Version/Date: 07 / 24.09.2026 / SCO
GECO20_Description_Version07.docx7 Side: 16 from 113



Hanseatic
Power

Compact automatic e Solutions

User manual

In parallel operation, communication with the other units takes place analogue or via a BUS connection.

In mains parallel operation, the setpoint is set on the GTP20. This is set in the touch panel. To do this, the
setpoint must be set to "Internal.

3.7 Mains - / generator program

If the system configuration with switch control 'Mains/Generator' has been selected, the following operating
modes are differentiated.

371 Switching with gap

In automatic mode, the unit is started in the event of a mains failure or via the 'remote start' input. When
the generator voltage and frequency have reached their operating values, the MCB is switched off and the
GCB is switched on. The switch back takes place after mains return or deactivation of the ‘remote start'
input. For the downshift and the stopping of the unit, the switchback time and the recooling times must
have expired.

3.7.2 Overlap ping synchronizing
3.7.2.1 Selection on remote start

The selection is made via the 'Remote Start' input. When the generator voltage has reached its operating
value, the 'Deactivate C.B. interlocking' output is set and synchronization is released. If voltage and
frequency are within the set limits, synchronous switching takes place. During the switch, both switches
are closed for about 50ms.

After deactivating the 'Remote Start' input, the 'Deactivate C.B. interlocking' output is set, and
synchronization is released after the reset time has expired. If the voltage and frequency are within the set
limits, synchronous switching takes place. During the switch, both switches are closed for about 50ms.
After the switchover, the run-on time expires, and the unit stops.

3.7.2.2 Selection on mains failure

In the event of a power failure, the unit starts. When the generator voltage has reached its operating value,
the MCB is switched off and the GCB is switched on.

In the event of mains return, the 'Deactivate C.B. interlocking' output is set after the reversal time has
expired and synchronization is released. If the voltage and frequency are within the set limits, synchronous
switching takes place. During the switch, both switches are closed for about 50ms. After the switchover,
the cooling down time expires and the unit stops.

3.7.3 Mains parallel operation
3.7.3.1 Selection on remote start

The selection is made via the 'Remote Start' input. When the generator voltage has reached its operating
value, the 'Deactivate C.B. interlocking' output is set and synchronization is released. If the voltage and
frequency are within the set limits, the GCB is switched on in synchronous torque. Both switches are now
switched on and the output 'Parallel operation' is set. The power control is switched on.

After deactivating the 'Remote Start' input, if the power is greater than the limit value 'Aggregate loaded',
the load is first relieved. After the discharge has been completed or after the 'relief time' has expired, the
GCB is switched off and the run-on time expires, and the unit stops.
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3.7.3.2 Selection on mains failure

In the event of a power failure, the unit starts. When the generator voltage has reached its operating value,
the MCB is switched off and the GCB is switched on.

When the mains return, the 'Deactivate C.B. interlocking' output is set after the reversal time has expired
and the synchronization is released. If the voltage and frequency are within the set limits, synchronous
switching takes place. During the switch, both switches are closed for about 50ms. After the switchover,
the run-on time expires, and the unit stops.

3.8 Synchronization

The synchronization function of the GECO20 compact automatic transmission is used for the automatic
parallel connection of three-phase alternators to each other or to another three-phase system. The voltage
and frequency are adjusted.

Differential amplifiers are used to record the voltage and frequency of two three-phase networks. The
measurement for synchronization is between L1 and L2. During operation, the voltages and the averaged
frequencies are continuously shown in the display.

Once the synchronization process has been initiated, the outputs "Release of the lock” and " MCB Ready"
or " GCB Ready" are set. The adjustment for frequency and voltage is done via the selected controls. The
control can be carried out via analogue outputs as well as via a BUS connection.

The synchronous pulse acts on the outputs " MCB On" or " GCB On" of the PM20 module. If the
synchronization has not taken place within the preset time, the alarm "Synchronization time too long" is
set.

381 Special synchronization function

This function is only available in the "External C.B. control" selection. The special function "Special
synchronization function" must be selected. The function is activated via the DE "Release special syn.".
As soon as the busbar voltage and the generator voltage are applied and the digital input is set, the
synchronization pulse is output on the output DO601 " MCB On pulse".

The GCB is selected and deselected in the same way as in island operation. The synchronization described
in parallel operation is not active with the 'special synchronization function'.

Synchronization is used as a standalone function. There is no need to use an external synchronization
device.

3.8.2 Start u p synchronization

The activation of the ramp-up synchronisation is carried out via a pulse on the digital input occupied by the
DE function 'Enable ramp-up synchronisation' and is only effective for a certain adjustable time.

When the ramp-up synchronization is activated, the digital output DA ' GCB Ready' is set and the GCB is
connected via an impulse on the digital input DE ' GCB A ramp-up synchronization'. All modules are started
with the GCB closed. The voltage and frequency of the generators build up together and align with each
other.

If the machine does not run with the first start attempt when the start-up synchronization is activated, the
DA ' GCB Ready' is deactivated and the GCB is switched off. If the machine does not start up until the 2nd
or 3rd start-up attempt, the connection is synchronized. The fault messages AL149 and AL150 for
'‘Generator Undervoltage' are blocked during the ramp-up synchronization.
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3.8.3 Speed synchronization

The special function 'Quick Synchronization' must be activated. Activation is carried out via a pulse on the
digital input assigned to the DE function 'Release Quick Synchronization' and is only effective for a certain
adjustable time.

All modules are started at the same time and the generators are de-excitation. After the de-excitation time
has elapsed, the ' GCB Ready' message is sent to the control centre. This takes over the switching of the
GCB to the busbar by means of the DE function ' GCB on ramp-up synchronisation' in a de-energised
state. The excitement is switched on again and the tension builds up together. The frequency of the
generators aligns with each other.

If the unit does not run with the first start attempt when fast synchronization is activated, the DA 'Automatic
mode' is deactivated. The fault messages AL149 and AL150 for 'Generator Undervoltage' are blocked
during the quick synchronization.

3.9 Remote panel GTP20R

A second panel can be connected to the compact automatic as a remote panel.

Activation takes place under MODULE-GTP20 (see point 4.2.1). Switching between main and remote
panels is done via the digital input function "Remote panel selection”. If the switching is not parameterized,
the remote panel is only used for viewing.

Which tableau is active is displayed via a color-coded text message on the left side of the screen. For the
bus connection to the remote panel, an RJ45 cable (LAN cable) is required.

The max. line length is 150m.

The selection of the operating modes is only possible on the active tableau. Setting the date and time as
well as setting or resetting the counters is only possible on the main board. These values are synchronized
between the two tableaus.

The power setpoint and the Cos Phi setpoint can be set on the active tableau. The set value is also
transmitted to the non-active tableau. This ensures that there are no jumps at the analog outputs when the
panels are reselected.

With a few exceptions, the same functionality is available in the remote panel as in the main tableau. The
panel is monitored via the alarm 118 "Remote panel disturbed".

3.10 Power and Cos Phi control via BUS

For generator controls, the frequency/power, as well as the voltage/Cos Phi between the gensets can be
controlled via a 2-wire BUS connection. The bus line is connected to the class 1/2 on the COM20 (see
connection assignment). The functions are activated in the "Home A Options" menu.

Alarms 119 and 120 are responsible for monitoring BUS communication. The setting of the ID numbers for
the participants is only done in GTP20.

For frequency/power control, there are options "with" load-dependent switching off and on of aggregates.

3.10.1 Power and Cos Phi Control

The selection of the pilot unit is controlled automatically via the BUS between the controllers. It is possible
to deactivate this automatic pilot selection. This is then done manually via a digital input function. The
setpoints are transmitted to the other units via the BUS.

3.10.2 Active load balancing via BUS  with load -dependent switching off and on

In addition to activation under the menu item "Options", one of the following input functions must be
parameterized. "Lock LAAZA" or "Release LAAZA".

The load-dependent disconnection and activation (LAAZA) regulates the start and stop of the units
according to the power requirement. The selection for the starting order and on/off selection is made
depending on the set ID or the operating hours. There are two adjustable thresholds for the on/off selection.

Version/Date: 07 / 24.09.2026 / SCO
GECO20_Description_Version07.docx7 Side: 19 from 113



Hanseatic
Power

Compact automatic e Solutions

User manual

Operating mode AUTO

Initial commissioning of the control system. All panels have the operating mode "0" selected. If LAAZA has
been activated via one of the two input functions, the unit selected first via "AUTO" is started, switches on
the GCB and takes over the pilot function of the frequency control. After that, all other units selected via
"AUTQO" start and synchronize with the busbar and regulate the power according to the setpoint specified
by the pilot. As soon as the first unit has started, the "LAAZA preparation time" is running. After this time,
the LAAZA is active, and the units are deselected according to the power requirements. The "LAAZA
preparation time" can be deactivated prematurely via the DE "LAAZA preparation completed”.

In active LAAZA operation, the units are switched off and on according to the power requirements. The
starting order can be preselected via ID numbers or operating hours. The minimum number of units that
are running and the number of units that are switched off or on according to the power requirements can
be preselected via parameterization.

Operating mode TEST

The "TEST" operating mode allows the pilot unit to be reselected when the units are running. The pilot unit
must be switched to "TEST". According to the starting order, the next running unit, which is in "AUTO"
mode, will take over the pilot function. Now the unit that has handed over the pilot function can be switched
back to "AUTO".

All other units that have been started via "TEST" and then selected via the " GCB On" button on the panel
are switched on via synchronization. If a change to "AUTO" is now made, the units are switched off and
on according to the power requirements.

Units that are in "TEST" with closed GCB are included in the load-dependent disconnection and
connection.

If only one unit is connected to the busbar, it is not possible to switch off the GCB in "TEST".

Operating mode MAN

In the "MAN" operating mode, the units can be started by pressing the ‘M START' button on the panel. The
GCB can be switched via the corresponding buttons. When the rail is de-energized, the GCB is switched
on directly. If a voltage is already present, it is switched on via synchronization. When the GCB is closed,
the control is selected via the DE "First activation release/pilot". With the GCB open, the frequency control
is active. If no regulation is to take place, this must be linked by logic. The exception is if only one unit is
connected to the busbar. Frequency control is active in this unit. If more than one unit is connected to the
busbar and there is no pilot, the system is controlled to the last setpoint that was detected before switching
to the "MAN" operating mode.

Aggregates that are located in "MAN", regardless of the switching state of the GCB, are not included in the
load-dependent switching and switching.

3.11 Setpoints
3.11.1 Power controller

In mains parallel operation or generator-parallel operation of the compact automatic, a capacity control
system is used to regulate the unit to a defined output power. In the GECO20 there is a comparison of the
actual performance to the target performance. The setpoint specification can be set by means of external
control viaa 0 ... 10 VDC input, via a data bus coupling or directly on the GTP20. The values set here are
retained even after a power failure.

If the setpoint value is specified via analogue inputs and outputs in parallel operation of the generator, the
input function "Initial Activation Release / Pilot" must be parameterised so that the power control or the 50
Hz control (pilot) is active after the GCB has been switched on. With the "initial activation release", the
connection to a "dead rail" takes place. If the input remains set, the 50 Hz control acts on the unit. If the
input is deactivated again after activation, the power control takes effect. If one unit is already connected,
all others are connected via synchronization.

If the setpoint is specified via a data bus coupling, the connection and pilot selection are automatically
regulated.

In mains parallel operation, the power control is always active.
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3.11.1.1 Control of the setpoint for the power via a bus coupling

Prese_lection_ of the Ir_|p_ut fgnctions that can t_)e set via Key byte 2 ; _
setpoint setting on dlg!tal inputs or markers in the (CC_TASTX02) Active setpoint
the panel (GTP20) logic. —
Remote Load 5 Bit
Internal | External control via specification via External (1) PLC Analog Input 1 Tableau
BUS BUS Internal (0)
X X
X X X
X X
X X X
X X X
X X X X
X X X
X X X X
X X
X X X
X X
X X X
X X X
X X X X
X X X
X X X X
3.11.2 Cos Phi controller
AE! To avoid transmission losses, the highest possible power
o factor is sought. With the Cos Phi control, the GECO20
o8 compact automatic system meets the corresponding
) /;;*-\ requirements for power factor-related system control.
P 0s \ The regulation is only effective in parallel operation. In
, 09 \ 7 island operation, the voltage is adjusted. In order to
2R U VS L deactivate the control in parallel operation, a digital input
L e / assigned with the function 'Lock Cos Phi - Control' must be
\ 08 / controlled.
\1-0.7 - Pl‘l';EE
os|
0s]
To make settings for the Cos Phi controller, it must be
Actual activated via the GV2 software (HOME Options tab A ).
v The scaling and input range of the analog input are defined
analog input 2 0,00 VDC [ 10,00 VDC |5 in the COM20 module.
cos phi - setpaint
scalling 0,50pF = 0,50 pF = Il If the mains reference controller is also activated, only

the setpoint specification on the panel is possible!!
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3.11.3 Mains Reference controller

The mains reference control regulates the generator output in mains parallel operation until the preset
mains setpoint is reached. When setting the setpoint, it is important to consider whether the power is to be
fed into the mains (export) or whether power is to be taken from the mains (import). For export, the set
point must be negative and for the import, the setting is in the positive range.

The actual network value is monitored via a transmitter that is to be connected to the analog input 2. The
input range for the analog input goes from -10VDC to +10VDC. The analog input can be scaled. All
measured values are displayed in KW.

In order to activate the control in parallel operation, a digital input with the 'mains reference control’ function
must be controlled.

Export Import
-KW KW

@t ©
Measuring transducer

0 - 10VDC signal
for mains setpoint

GECO20/COM20

Analog input

Kl 15+ /16-
4 To make settings for the mains reference controller, it
andlog input 2 [ o,00voc 5| wovee 2] must be activated via the GV2 "HOME A Options".
mains power - actual value | okw [ www 3] The scaling and input range of the analog input are

defined in the COM20 module.

input range setpoint at GTP The input range for the mesh setpoint that is set on the
power controller 5 ] [ 0,0 % l%] [ 100,0 % l%] panel can be limited.
mans controler | sokfS][ sow S The power values are scaled in KW.
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4 Parameterization Device Management (GV2)

The GECO20 is parameterized via the supplied software (GV2), which is located on the SD card in the
GTP20. The program is located in the fParametersoftwareo folder. Alternatively, the current version is

available as a "download" on our homepage (see chap. 1.4). A USB cable (Type A A Type B). It is also
possible to import program changes via the SD card.

& Gerateverwaltung | GECO Compact Automatic
file setting info

o X
BED A BB B B @ Hanssen
new open save saeas  print  close - transmit readout setclock - documents B solutions
HOME | MODULES | SYN | ALARMSEXT | ALARMSINT | TIMES | CONTROLLER | CANBUS | LOAD/COSPHIBUS | SWITCHING POINTS | VDE/BDEW | LOGIC | LED |
project data device selection
name of project:
number of project: !
GECO Compact Automatic e
date of project :
options | function keys
CAN BUS interface
load and cos phi adjustment via BUS | | automatic pilot selection deactivated
Load dependent switch onfoff
cos phi controller
mains im-/export controller
monitoring mains quality.
speed monitoring about pick-up
mains/generator e
DI20 module 2 D020 module 2 AI20 module 1 AT20 module 1 PN20 Profinet
DI20 module 3 DO20 module 3 AI20 module 2 AT20 module 2 1MT20 Modbus TCP/IP
D020 module 4 Al20 module 3 MR20 Modbus RTU @ 5
file: English %
[Offline |Datei aus Vorgabe geladen

GECO Compact Automatic [SYM: 2409 26 sco [V2.39.17.2.241

4.1 HOME (Basic Settings)

HOME | MODULES | SYN | ALARMSEXT | ALARMS INT | TIMES

CONTROLLER | CANBUS | LOAD/COSPHIBUS | SWITCHING POINTS | VDE/BDEW | LOGIC ] LED I

4.1.1 Hardware

Selection of the switch control and system
overview (single line):

- mains/generator
- generator
- ext. C.B. control

mains/generator

Selection of modules to be installed in
/ addition to the basic configuration.

DI20 module 2 D020 module 2

AI20 module 1 AT20 module 1 PN20 Profinet
DI20 module 3 D020 module 3 AI20 module 2 AT20 module 2 MT20 Modbus TCP/AP
D020 module 4 AI20 module 3

MR20 Modbus RTU
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4.1.2 Options

options | function keys
CAN BUS interface Under the item 'Options', a number of additional

functions can be activated.

load and cos phi adjustment via BUS | automatic pilot selection deactivated

Load dependent switch on/off

cos phi controller

mains im-/export controller

monitoring mains quality

speed monitoring about pick-up

4.1.3 Function

apions ) function keys On the GTP20, there is a button on the right edge of
the display that can be used to access freely
@EE Fikfrse - assignable function keys.
nction ey

[Pl it lehing At this point, the text for the function key is set.

EN | function key 2
@Da Funidionstaste 3 — The checkbox determines whether the function key

EN funclion hay 3 acts as a button or switch (with self-holding).
e e ®” ‘ 9

4.2 Modules

HOME | MODULES ‘ SYN ] ALARMS EXT | ALARMS INT | TIMES | CONTROLLER | CAMNBUS | LOAD/COSPHIBUS | SWITCHING POINTS | VDE/BDEW | LOGIC 1 LED ]_

421 GTP20/ GTP20R

GTP20 | | com2o | PM20 | | D204 | Di20-2 | D203 | | DO201 | DO202 | DO20-3 | DO204 | | A20-4 | Al20-2 | AI203 | AT204 | AT202 | | PN20 | MT20 | MR20

GTP20 - touch panel

o s S s ~
o [Lcoxsmormamon 2] mrower [l nwecl
Socaa
Power % s
time synchronization with DI DISO3  [LOCKMAINS PARALLEL OPERATION il [Power J
= =
S LT DIS4 | MODE SELECT BLOCK B scaling [ oonfsf[  woowfd
conzo sreace usse
| Femtzbleau | 3] k] D -
oso2 |- i =
S -
\ PP DO000000000
e 8/\8 =}
GTP20 - touch panel remote control DISO1 B =l / \
=T
mm P :) analog output 3 ([ omowcly 10,00 voc |5 T
= Soca
P : :
scaling
DI904 [- :
usss
= = :
analog output 10 voc |+
bosor |- :l - 5 L
= 0
bosoz |- el =

scaling

3 e | -l

k DPPOPDO0OOO 0900

T ]
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[English | german = l - Language

- Hiding the mains/busbar voltage
[mains;’busbar voltage on 2

| time synchronization with DI

020 3]

summer fwintertime changeover

- date for syn

+'| remote control panel

DISO1  |REMOTE START =
DIB0Z  |LOCK SYN OPERATION 2]
DIS03  |LOCKMAINS PARALLEL OPERATION =
DISO4  |MODE SELECT BLOCK =
Doso1 |- =
Dosoz |- 2]
v

E— [ omwe ) mwwc]E)
Power % $1 [ oow[H[ woowlE
v

analog output 8 we  #|[ ooovnc[2[  w00voc 3]
(e S [ ome [ omel
pIso1 |- 3
DIS02 |- + |
DISO3 |- =
DIS04 |- 3
DOS01 |- :]
DOs02 |- + |

analog output 9 0,00 VDC '%] [ 10,00 VDC |v]

Ak

0,00 VDC H [ 10,00 VDC |'l

L3

analog output 10 vDC

Ak

- It is possible to set the time on the tableau to the
set syn time via a correspondingly parameterized
digital input.

- Automatic switching from daylight saving time to
winter time.

- Activation of the remote panel. Switching between
the main and remote panels is done via a digital
input function. If the switching is not parameterized,
the remote panel is only used for viewing.

Four digital inputs are available on the tableau. The
DI801 and DI804 are each assigned a fixed function.
The other two digital inputs can be freely
parameterized.

Furthermore, two output relays are available to which
functions can be assigned according to the selection
list.

The GTP20 also has two analog outputs. Analog output
8 is switchable to +/- 20 mA.

Various functions can be assigned to the outputs and
scaled accordingly.

Four digital inputs, two digital outputs and two analog
outputs are also available on the remote panel.
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4.2.2 COM20

GTP20 | | cOoM20 [ Pm20 | | D01 | Di202 | Di203 | | DO201 | DO202 | DO20-3 | DO204 | | AI20-1 | Ai202 | Al20-3 | AT204 | AT202 [ | Pnz0 | mMT20 | MR20 |

(COM20 - communication module

settings | pickup

v

el
power -sefpont | P71 2] offet [ omowcz]
g (osvecF [iosowe ) | e Com ) [ mmwef) 3
el T i
- . @b PIDT1-voltagefcos phi | & | Offset [ omwcf]
+ -|[+ - o
display setoint range B s ! s g 2 [ 2 [
3 e [ o e L z Sl - - -l
v
analog input 1 [ 0,00 VDC }%] [ 10,00 VDC |:] . . g .

The analog input 1 is for the specification of the power
power - setpoint | 00% 2 w00% 3] setpoint. The input can be individually adjusted via
scaling.

+

analog input 2 [ 0,00vDC }%l [ 10,00 VDC |:]

cos phi - setpoint | asoer L[ osoeF 5 Analog input 2 can be used for Cos Phi control or mains
reference control. Which function is active depends on

» the parameterization under "HOME A Options". The
input can be individually adjusted via scaling.

analog input 2 | o00voc [2]] 1000w %]

mains power - actual value [ KW |:l [ 100 KW |%l

¥

analog input 3 Analog input 3 can be used for further battery

Bali monitoring. There are two functions available.

| center tap control battery

= The "center tap" function is used to monitor two
Eé batteries for voltage equality.

+ = [+ - In the event of a voltage difference, e.g. due to a cell
circuit in one of the two batteries, an alarm can be
generated and/or an output relay can be controlled.

v The "control battery" function is used to monitor a

analog input 3 second battery.

battery monitoring For the second battery, an alarm can be activated for
center tap +/ control battery exceeding and falling below an adjustable limit.
|, .8y .
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(3 e ET i E? The adjustable range of setpoints of power, and Cos
P e Sl oowiSf[  woow[d Phi and power at the panel (GTP20) can be limited.
cos phi contraller [ -0,50 PF |:][ 0,50 FF I%]
mains controller [ -500 K l%] [ 500 KW l%]
input range setpoint at GTP If the setpoint for power comes via Al0O1, the input area
power controller setpoint via AI01 3] / at the GTP iS |OCked.
cos phi controller [ -0,50 PF |:] [ 0,50 PF I%]
mains controller [ -500 KW '%] [ 500 KW '%]
v
analog output 1 [ ooovoc [2][  w00voc |2]
PIDT1 - frequencyjpower 3 | Offset | o0ovoc |2 The COM20 also has four analog outputs, which can

o,o0woe 3| 1,00voc 2]

analog output 2 [

v
analog output 3 [ o0ovoc[2][ 1w00voc 7]
PIDT1-voltagefcos phi % ] Offset a

analog output 4 [

o,00voc [ 10,00voc 3]

settings | pick-up

be used, for example, for analog control of motor and/or
generator controllers.

Notice:
The "Offset Correction Value" for the PID-T1 controllers
shifts the control center by the set value.

Various functions can be assigned to the outputs and
scaled according to requirements.

The "Speed monitoring via pick-up" can be activated

pulse [ 1% [Epertum under_ HOME A Options".
The pick-up is connected to the COM20 class 11. In
order to show the correct speed on the display and to
be able to monitor the speed, the number of pulses per
(11) revolution must be specified. The detection of the
. hysteresis delay time ignition speed, as well as two alarms for underspeed
nitonspesd | s00rem |3 dorem 2] | 005 2] and overspeed can be monitored.
) (ansi| DE [AL219 Unterdrehzahl limit value hysteresis delay tme
119‘14< EN | AL219 Underspeed [ ﬂﬂDRPM}%I [ lRPMH [ D-DSH ™ AR FR1 FR2 FR3 S8 DEE s5D NSD caT FG1 FG2 FG3 FG4 c1 Lc2
'/110‘",.‘ DE | AL220 Uberdrehzahl limit value hysteresis delay time
192) ey (a0 overspeed [ sesorem [2] | 2rem [2] | 0053 [ mw [Jar (e [IF2 [|ms [ |ss [ oee | |sso [ nep [ csT [ |Fer [ |Fe2 [ |Fes [ Fee [ ]ic1 [ ic2

If the limit value is exceeded or undercut, the alarm is signalled after the delay time has elapsed and
according to the alarm behaviour (see point 4.5.1). All alarms can be parameterized to a digital output.
The texts of the alarms cannot be changed because these alarms are linked to internal functional

sequences.

Speed protection

Alarm text Description

AL219 Underspeed
AL220 Overspeed

Engine speed monitoring.
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GTP20 | | com20 | PM20 | | D201 | D202 | Di20-3 | | DO204 [ DO202 | DO20-3 | DO204 | | Ai20-1 | Ai202 | AI20-3 | AT204 | AT20-2 [ | PN20 | MT20 | MR20 |
PM20 - measuring module voltage / current
nominal values DIg01 [1eNmioN SPEED sl generator mains/busbar
ey IR (T 9 [ w0l
e Ceci 9| = o N 11T
= £
nominal curent [ sw0ald [ = i |8 e |5
= HA=—" 25 8| 8
nominal power [ askw ] analog output 5 vDC ][ 0.00vDC 0,00 VDC My £ = =
D (2 (0 (s 531 69 () (0
= o

limit value hysteresis analog output 6 0.00 VDC =] 10.00 VDC [, — @
qonsator hoquency Skl 2000 200 O
m/b voltage (mains failure) g2 g - B2 g
mib voltage (parallel operation) | 40% [3][ 0% [2] . . . . g‘-’ g é . E §5 ‘E‘;g
TGS [ socv [ z2ecvfd = 2 3 a =) (=
genset loaded carth fault generator
KIUH per plse [ 0w ] [ swaisilsa ¢ [ aovE[ aov
nominal values . i

Nominal values:

nominal voltage a0V [3|[awie 3] Input of voltage, current, and power ratings. The limit

values for voltage and power are derived as a

nominal frequency S percentage of the nominal values. For the frequency,
nominal current | 500A |3 the limit values are given in absolute values.
nominal power 35 KW 5] The Cos Phi shall be specified to correctly display the
ercentage values of apparent power and reactive
cos phi 0.80 PF 2] P 9 PP P
power.

operating data Operating data:

TEIECE GEEEES If the operating values for voltage and frequency are
generator voltage L o80% || 40% 3 exceeded, they are rated as "Presentfi ,and the

B ] [ 48.0CY H[ 20CY |:] cor_responding internal operating procedures are
activated.
mib voltage (mains faiure) | 90% ]| 2% 3] , o
. ~ ~ If the GCB is deselected, the GCB is switched off after
mib voltage (parallel operation) [ 40 % |2 | 0% [ the operating value "unit loaded" has fallen below the
m/b frequency | asocy 3| 20cv operating value.

10% [][ 0% 4] Counting unit for the KWH value.

genset loaded

KWH per pulse E
oieot cteroh Seeen ) There are three digital inputs available on the PM20.
DE | EMERGENCY STOP 4 The DI601 and DI602 are each assigned a fixed
DI03 - ] function. The DI603 can be freely parameterized.

¢ . . The PM20 also has two analog outputs. The analog
analogoutput 5 (VDG #|[ 0.00vDC (2| 10.00vDC |2 output 5 is switchable to +/- 20 mA.

Paower % - ] [ 0,0 % }%][ 100,0 % I%]

Various functions can be assigned to the outputs and

= scaled accordingly.
analog output 6 [ 0.00vpe 2| 10.00vDe |3
COS PHI > ] [ -0,50LF }%][ 0,50LF I%]
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generator The PM20 module (hardware) is available as a 1A or
[ 500 A [2] /54 . 5A variant.
Adjustment of the generator's current transformers.
- 5.
o E
I .
™ K

slololo

o

OIDIOLC

earth fault

[ 500A (5] 5A D

mains/busbar

[ 00V 2| 400V (2]

) ) () () P
—-“T Busbar

Generator

@@@Q@@@@

(41) (@2) (43) (a)

11

generator

[ 400V 2| 400V 2]

Adjustment of the current transformer for the ground
fault. The setting can be disabled if necessary.

Adjustment of the voltage transformers for the mains or

busbar, as well as the generator.
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4.2.4 D120
GTP20 | | com20 | PM20 | | DI20-1 [ Di202 | DI203 [ [ DO20-1 | DO202 | D020-3 | DO204 | | Ai20-1 [ Aizo2 | AI20-3 | AT2041 [ AT20-2 | [ Pn20 [ mT20 | MR20

DI20 module 1 - digital inputs

bi101 Dit12

D02 DIN13

1l

D103 Dit14

DI04 DI

(—6i
105
107

D105

DI0B D7

bi107 Dit18

DI08 DI119

Di120 [: :] ‘ ‘ ‘ ‘
Di121 [mAms cB NDICATION B E E E g

Dit22 [GEN cB INDICATION al

(
(
(
[,
DIt16 B :)
(
(
(

DI109

= [=|[z|[z][=][=]|[=]|[z][z][=
BB E][R][2]5]5]5] |
EERENEENENEREEIE
HIEIBIBIEIBIEIEIE
sllell=|[5|a] o] =||«]|s]]=
ool oo loflo]|o||eflo]]e

DI110

DI 118)
DI 117,
DI 118

b1l

>
5
3
£
-

There are three modules with a total of 66 digital inputs available. On the DI20 Module 1, DI101 to DI111
and DI121 to DI122 are assigned to fixed functions. All other inputs can be assigned functions according
to the drop-down list. The feature list is divided into several subpages.

Overview of the inputs to which fixed functions are assigned.

Fixed input functions

DI101 ALOO1 - ALO11 External alarms. Text and alarm behavior can be set under the "ALARME EXT" tab.

until

DI111

DI121 Mains CB indicaton Signals to the controller that the power button is on. This input is used to set up the internal

locking system with the generator switch.

DI122 Gen CB indication Signals to the controller that the generator switch is on. This input is used to set up the
internal locking system with the power switch.
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Overview of the functions that can be assigned to free inputs.

No function

- no function

Query via BUS Indicates that this input is being queried via an external data communication.
Logic function Indicates that this input is used as an input variable in the logic.

ALO12-AL032

ALO12 - ALO32

21 free alarms. Text and alarm behavior can be set under the "ALARME EXT" tab. |

ALO033-AL064

ALO33 - ALO64

32 free alarms. Text and alarm behavior can be set under the "ALARME EXT" tab. |

Group 1

Reset Remote control corresponds to the 'RESET' button function.

Acknowledge Remote control corresponds to the 'RESET' button function.

Signal test Activates the lamp test on the GTP20 touch panel and the 'Lamp Test' function, if it has been

parameterized to a free digital output.

No autostart

Blocking of the start function in the "Auto" mode. This means no start in the event of a power
failure. The starting process is aborted if necessary, the aggregate stops immediately when
input is set.

Mode select block

It is no longer possible to change the operating modes as long as this function is set, both on
the panel and remotely (remote control PB1/PN1/MB1/MB2).

Remote off

Remote control of button function '0".

Remote manual

Remote control of the 'MAN' button function.

Remote manual start

Remote control of the "M START" button function in "MAN" mode.

Remote manual stop

Remote control of the "M STOP" button function in "MAN" operation. (Flank Controlled)

Remote Test

Remote control of the 'TEST' button function.

Remote Auto

Remote control function 'AUTO'.

Start blocking

Start blocking in all operating modes. DA "Auto mode" is disabled.

Start preparation finish

After the start preparation time has elapsed, the start command is issued. If the digital input
"Start preparation completed" is set before the time has expired, the start command is issued
immediately.

Sprinkler start (GCB Off)

Starts sprinkler operation and prevents mains-parallel operation. Shut-off alarms become a
warning unless they are coded to "Sprinkler Stop".

Sprinkler start (GCB On)

Starts sprinkler operation and goes into mains parallel operation. Shut-off alarms become a
warning unless they are coded to "Sprinkler Stop".

Idling test

Start the unit in "Auto mode". The GCB is not switched on.

Emergency current operation

This function initiates an emergency power start of the genset. The MCB is switched off after
the generator rating voltage has been reached and the load is taken over by the genset. The
mains calming time starts when this function has been reset and the measured mains voltage
is correct.

Remote via MT20/MR20

Remote control of the GTP20 via bus coupling via Modbus. (Without load specification)

Load setting via MT20/MR20

Only the setpoint for the power control comes via the MT20 / MR20 bus coupler.

Cos Phi setting via MT20/MR20

Only the setpoint for the Cos Phi control comes from the MT20 / MR20 bus coupler.

Remote via PN20

Remote control of the GTP20 via bus coupling via Profinet. (Without load specification)

Load setting via PN20

Only the setpoint for the power control comes via the PN20 bus coupler.

Cos Phi setting via PN20

Only the setpoint for the Cos Phi control comes from the PN20 bus coupler.

Load setting via All

Switching of the setpoint preset from the tableau to the analog input 1.

Cos Phi setting via Al2

Switching of the setpoint preset from the tableau to the analog input 2.
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Selection remote panel

Switching between main panel and far panel.

CAN BUS Droop activate

The "DROOP" setting is activated via the CAN BUS.

CAN BUS Engine rapid start

Activates the fast start function in emergency power operation in the MTU ECU9 (4000 series)
via the CAN BUS.

Group 2

Lock syn operation

Locking the synchronization. Switching takes place with gap.

Lock mains parallel
operation

The activated parallel operation is blocked. Switching is done as an overlap sync.

Lock setpoint control U

In island operation, the setpoint regulation for the voltage is blocked.

Lock setpoint control F

In island operation, the setpoint control for the frequency is blocked.

Lock setpoint control U/F

In island operation, the setpoint control for voltage and frequency is blocked.

Lock load control

Locking the power controller.

Lock Cos Phi control

Locking the Cos Phi controller.

Lock current protection

Blocking the current protection trips.

Lock mains protection

Lock the net protection trips.

Lock all tripping

Lock all protection trips.

Lock PID controller U/Phi

Locking of the PID controller for voltage and Cos Phi adjustment.

Lock PID Controller F/P

Lock the PID controller for frequency and power adjustment.

Lock Alarms Gen U/F

Lock the generator alarms for voltage and frequency so that only the mains protection alarms are
active in mains-parallel operation.

Lock Retransfer time

If the input is set, the reset time is stopped. As soon as the input is no longer active, the time starts
running again with the parameterized value.

Lock Pilot

In genset parallel operation, the frequency control of the pilot unit is blocked, and the power control
is activated.

Lock load adjustment via
BUS

The complete function for load balancing via the bus connection is blocked. The corresponding
images in the KOP are hidden. The function of the system corresponds to an island system.

Lock group 1

Lock group 2

This feature can be used to suppress alarms in certain situations. Either by connecting a digital
input or via a logic link.

Lock operation hand

All manual operations in "MAN," "TEST," and via the bus couplers are disabled. This applies to
switch controls and manual start and stop. Functions already initiated (e.g., synchronization) will
not be canceled. The lock remains active afterward.

Group 3

Speed up External adjustment pulses. The impulses act on the digital output (higher speed) and on the electr.
Potentiometer.

Speed down External adjustment pulses. The impulses act on the digital output (speed lower) and on the electr.

Potentiometer.

Speed controller reset

Reset the control for frequency and power (edge-triggered). The reset has an effect on the electr.
potentiometer and the PID controller.

Voltage up

External adjustment pulses. The impulses act on the digital output (voltage higher) and on the
electr. Potentiometer.

Voltage down

External adjustment pulses. The impulses have an effect on the digital output (voltage lower) and
on the electr. Potentiometer.

Voltage controller reset

Reset the voltage and Cos Phi slider (edge-triggered). The reset has an effect on the electr.
potentiometer and the PID controller.
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Group 4

First clothing / Pilot

For connection to a dead rail, the initial activation approval for the GCB is required for generator
switchgear. If the input remains set, the 50 Hz (pilot) control takes effect, otherwise the power
control acts on the unit.

Genset parallel operation

When the GCB is deselected, the Pilot unit is also relieved.

Set island operation

When this function is activated, the setpoint control U/f of the GECO20 is activated, even if the
attached feedback ' GCB On' and ' MCB On' detects mains parallel operation. The power and Cos
Phi control is disabled.

Mains CB off

Blocks the activation of the MCB, a switch that is already switched on is switched off.

Gen. CB off

Blocks the activation of the GCB, a switch that has already been switched on is switched off.

MCB tripped message

Monitoring the trip message from the MCB.

GCB tripped message

Monitoring the trip message from the GCB.

Manual synchronization on

Automatic adjustment signals for synchronization are switched off. Adjustment is done via digital
inputs.

Special syn. - Release

See point 3.8.1

Start up syn. - Release

Enables start up synchronization. See point 3.8.2.

Start up syn. - GCB on

Turns on the GCB when the start up synchronization is active. See point 3.8.2.

Start up syn - Only 1 engine

The GCB remains closed for further launches even after the first launch attempt.

Speed syn. - Release

Enables speed syn. See point 3.8.3.

Generator loaded

The input makes it possible to signal a load on the generator for mains-parallel operation and
consequently to enable a defined relief of the generator before the generator switch is switched
off.

Unload If the input is activated when the power control is active, the active controller is adjusted to relieve
the unit. When the unit is relieved, the GCB is switched off.
Load If the input is deactivated while the power control is active, the active controller is adjusted to

relieve the load on the unit. When the unit is relieved, the GCB is switched off.

Mains voltage available

Voltage monitoring via an external mains voltage monitor. In the event of a power failure, the input
to the internal mains voltage monitor is AND-linked. In the case of network return, the input is OR
linked.

Mains im-/export controller

Switching on the mains reference control when it is activated via parameterization.

Battery 1 U< Used to monitor two sets of batteries with external monitoring devices. The inputs act on alarms
Battery 1 U> 109 and 110, which affect the switching of the battery packs via digital outputs.
Battery 2 U< Used to monitor two sets of batteries with external monitoring devices. The inputs act on alarms
Battery 2 U> 111 and 112, which affect the switching of the battery packs via digital outputs.

Time synchronization

With the rising edge at the digital input, the time on the panel is set to the time set in the parameter
software.

LAAZA preparation finished

The preparation period for the LAAZA can thus be ended prematurely. As soon as the entrance is
set, LAAZA is active

LAAZA Lock
LAAZA Release

If the load balancing is controlled via the BUS, the load-dependent switching off and on can be
activated or blocked via one of the two input functions. If neither of the two inputs is parameterized,
the LAAZA is deactivated. The starting and stopping of the units is then controlled via the DE
"Remote Start".

Ext. Setpoint reduct.3 (pulse)

Group 6

VDE4105- Limits the power setpoint to the value specified by parameterization.
Ext. Setpoint reduct.1 (pulse)

VDE4105- Limits the power setpoint to the value specified by parameterization.
Ext. Setpoint reduct.2 (pulse)

VDE4105- Limits the power setpoint to the value specified by parameterization.

VDE4105-

Ext. Setpoint reduct. Reset (pulse)

Reset the setpoint limit set over the pulse inputs.

Ext. Setpoint. 2 (contin.)

VDE4105- Limits the power setpoint to the value specified by parameterization. If several levels are
Ext. Setpoint. 1 (contin.) set at the same time, the lowest value is used for the limit.
VDE4105- Limits the power setpoint to the value specified by parameterization. If several levels are

set at the same time, the lowest value is used for the limit.
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VDE4105- Limits the power setpoint to the value specified by parameterization. If several levels are
Ext. Setpoint. 3 (contin.) set at the same time, the lowest value is used for the limit.
VDE4105- Activates the performance-based Cos Phi control.
Power-dependent Cos Phi contr.
BDEW- Dynamic mains support Activates dynamic mesh support.
VDE4105- Locking the "VDE4105 Ready to Connect" function.

Lock mains connection release

Function

Function key 1 - 4 Remote control of function keys 1 1 4. The function keys are then placed on a digital output. A
distinction is made between "button" and "switch".

Test functions

Omicron Function to simplify test procedures. The following alarms are suppressed with this function:
AL150, AL154, AL197 and AL198
Test room Function to simplify test procedures. Several times will be shortened.
4.2.5 DO20
GTP20 | | com20 | PM20 | | DI2041 | DI20-2 | DI20-3 D020-1 | DO20-2 | DO20-3 | DO204 | [ A20-1 | Al20-2 | A20-3 | AT20-1 | AT202 | | PN20 | MT20 | MR20
D020 module 1 - digital outputs
DO101 [sTARTER zll
DO102 |OPERATION SOLENOID :| 60103 o0
DO103 |oPERATION :l
DO104 [DEACT\VATEC.EI.\NTERLDCK\NG ¢] D O MXZ
DO105 [timer 01 ¢ PIOIOIO) EL,_T Lj L= L=
DO106 F 2] | v
1
o107 3 B é N
DO108 F :l 6_@/\ ) (9) P 1[ !n | I
XXX
DO109 [ 3 é]é
DO110 [- :)
[ 10 E] E E] E]

DOt SUPPLY UDC OK [NC] all

There are four modules with a total of 44 digital outputs available. On module 1, DO101 to DO103 and DO
111 are assigned to fixed functions. All other outputs can be assigned to functions according to the
selection list. The feature list is divided into several subpages.

Overview of the outputs to which fixed functions are assigned.

Fixed output functions

DO101 Starter Output is active after the start preparation and the preheating time.
DO102 Operation solenoid Output becomes active with start command and deactivated when engine is stopped. For
safety-related circuits, an operating magnet should be used.
Stop solenoid Output active when engine is stopped.
DO103 Operation _Output is active when "engine running" is detected and is deactivated when the stop time
is up.
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Overview of functions that can be assigned to free outputs.

ALOO01-AL032 Free Alarms

Text and alarm behavior can be set under the "ALARME EXT" tab. |

ALO33-AL064 Free Alarms

Text and alarm behavior can be set under the "ALARME EXT" tab.

AL101-AL370

If the alarm is released, if the entered limit value is exceeded or undercut, the alarm can be emitted on a digital output. A
functional description of the alarms can be found under point 4.5.1.

Group 1

Fault release 1

Output is set after the expiration of the "Fault release 1". Time is running out from "Operation".

Fault release 2

Output is set after the expiration of the "Fault release 2". Time is running out from "GBC ON".

Fault release 3

Output is set after the expiration of the "Fault release 3". Time runs out from "GBC ON" or
"MCB ON".

Collective fault stop (NO)
Collective fault CB trip (NO)
Collective fault warning (NO)
Collective fault (NC)
Collective fault (NO)

Fault start blocking (NO)
Deexcitation (NO)

Fault group 1 (NO)

Fault group 2 (NO)

Fault group 3 (NO)

Fault group 4 (NO)
Start-blocking (NC)
Deexcitation (NC)

Fault group 1 (NC)

Fault group 2 (NC)

Fault group 3 (NC)

Fault group 4 (NC)

The digital output is set according to the coding of the alarms. For some messages, the
switching behavior of the output can be selected between NO and NC.

Buzzer QOutput is set and reset together with the internal horn.

Signal test The output is set via the lamp test function on the panel.

Reset Output for controlling external monitoring circuits via the "RESET" button. Output is set as long
Acknowledgment as the button is pressed.

Group 2

Stop operation

Output is set when the OFF mode is selected on the tableau.

Manual operation

Output is set when the MAN operating mode is selected on the tableau.

Test operation

Output is set when the TEST mode is selected on the tableau.

Auto operation

Output is set when AUTO mode is selected on the tableau.

Aggregate ready

Output is set when AUTO mode is selected on the tableau. If an LSA alarm is pending in
automatic mode, the output is not set.

Remote start

A remote start request is pending.

Idling test

The output is set when the 'Idle Test' function is activated.

Manual start

The output is set as long as the START button is pressed in the MAN operating mode.

Start blocking active

As long as the digital input "Start Blocking" is active, the output is set.
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Preglowing

Output is set when the starter is active. If a preheating time is parameterized, the start is
delayed by the specified time. The output is also set during the preheating period.

Start preparing

Exit to initiate a launch preparation. To activate, a launch preparation time must be entered.
The start will then be delayed by the time entered. The relay drops off again when the start
command begins.

If the input "Start preparation completed" is set before the time expires, the start command will
be issued immediately.

Operation

As soon as ignition speed or LIMA or U-Gen is detected, the relay will tighten. After the stop
time has elapsed, the relay drops off again.

Operating solenoid

When the start is requested, the relay tightens.

Stop solenoid

During the entire stop phase, the relay has tightened and only falls off again after the stop time
has expired.

Starter When the start request is made and after the start preparation time has expired, the output is
set.
MDEC Stop Output for the MDEC controller. During operation and when the unit is at a standstill, the output

is always set. With the stop command, the output is deactivated and only set again after the
stop time has expired.

GECO Operational

When the automatic is turned on and the processor has booted up.

Watchdog [NC]

The output is permanently set as long as the internal functionality of the controller is given, and
all parameterized modules are plugged into the rear wall bus and function perfectly.

Group 3

Standby switching

Output is set when the limit values for generator voltage and generator frequency set under
the operating values are exceeded. If the GCB is closed, only the voltage is monitored.

SYN release

Output is set when SYN release is active in internal function sequences.

SYN pulse

Output is set for the duration of the SYN pulse.

Deactivate C.B. interlocking

The output is used to turn off the external switch lock during synchronization. The output is set
when the output " MCB or GCB Ready" is pending and is switched off again with the switch
feedback.

Delta U OK If the voltage is within the limits of the "Max Differential Voltage" set for synchronization, the
output is set.
Delta E OK If the frequency is within the limits of the "Max Differential Frequency" set for synchronization,

the output will be set.

Deexcitation (Start up syn)

Output is set when an active alarm is coded to "deexcitation”, or when deexcitation is carried
out via the quick synchronization (see point 3.8.3).

Parallel operation

Feedback for GCB and MCB is pending.

Load NG controllers have the same functionality as "parallel operation”. With G-controls, the output
is set when the GCB is closed.

Loaded Output is set when the operating value "aggregate loaded" is exceeded. If the value is undercut
again, the output is deactivated again.

KWH pulse When the counting value specified under Operating Values is reached, a pulse is issued. The

counting process of the KW hours begins again.

Partial excitation on

output is set with the feedback from the GCB during the start-up synchronization. After the
"HLSYN partial excitation" time has elapsed, the output is deactivated again.

Supply UDC OK [NC]

If the alarm is released, if the entered limit value is exceeded or undercut, the alarm can be
emitted on a digital output.

Al03 UDC <> OK [NC]

Monitoring of alarms 124 and 125. If the entered limit value is exceeded or undercut, the relay
drops out.

AlO3 Delta UDC OK [NC]

Monitoring of alarm 126. If the entered limit value is exceeded or undercut, the relay drops out.

GCB ready (On)

When the GCB is ready to turn on, the output is closed.

MCB ready (Off)

When the MCB is ready to turn on, the output is open.

GCB on pulse

Switch-on signal for the GCB

MCB on pulse

Switch-on signal for the MCB

GCB on indication

Output is set when the feedback for the GCB is pending at the corresponding digital input.

MCB on indication

Output is set when the feedback for the MCB is pending at the corresponding digital input.

MCB trip monitoring on

The timing is monitored internally, whether a trip comes from the circuit breaker or from the
control system itself. The output is active when a trip is detected externally.
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GCB trip monitoring on

The timing is monitored internally, whether a trip comes from the circuit breaker or from the
control system itself. The output is active when a trip is detected externally.

GCB ready for central

Signals to the control panel when the closed GCB is deselected.

VDE 0108/1 Mains

When the unit is running and the voltage is present and the MCB is closed, the output is set.

VDE 0108/2 Gen

When the unit is running and the voltage is present and the GCB is closed, the output is set.

Mains fault (*)

As soon as a network failure is detected, the contact closes. Function can only be used with
NG panels.

Mains voltage available (*)

When the operating value for the mains voltage is reached, the output is set. Function can only
be used with NG panels.

Generator voltage available

When the operating value for the generator voltage is reached, the output is set.

Busbar voltage available

When the operating value for the mains voltage is reached, the output is set. This function is
independent of the Tableau used.

Release mains im./ex. contr.

When the digital input is set for the release of the mains reference control, the output is
activated.

Last participant in
AUTO/TEST - BUS

When load balancing via the BUS, the output is active when the last subscriber is in the "AUTO"
or "TEST" operating mode.

Last GCB on - BUS

When load balancing via the BUS, the output is active when only one GCB is closed.

Last GCB on (Own) - BUS

When load balancing via the BUS, the output is active when your own BMS is closed. The
message is not sent to all participants but only signaled on your own control system.

Group 4
Speed down Digital control signals for frequency and power control.
Speed up Digital control signals for frequency and power control.

Speed controller reset

Output is set when one of the following requirements is met: Start Command, Stop Command,
Gen Switch Off or Reset Manual Adjustment. The reset time can be set under Times.

Speed controller on

When the speed controller is active, the output is set.

Voltage down

Digital control signals for voltage and Cos Phi control.

Voltage up

Digital control signals for voltage and Cos Phi control.

Voltage controller reset

Output is set when one of the following requirements is met: Start Command, Stop Command,
Gen Switch Off or Reset Manual Adjustment. The reset time can be set under Times.

Voltage controller on

When the speed controller is active, the output is set.

Battery pack 1

Battery pack 2

Outputs for switching on the battery packs. The exits are locked against each other. The
switchover will take place with a time delay. The starter is only active after the changeover has
been completed.

Remote control via BUS

Output is set when one of the functions for remote control or load specification via a BUS
coupler (PN20/MT20/MR20) is active via a digital input or a logic link.

Remote tableau active

Output is set when the remote panel is selected.

Sprinkler operation

Output is set when the "Sprinkler Request” function is active via the digital input.

Pilot Output function for G-controllers. When the GCB is switched on and the "Initial Activation
Release/Pilot" function is activated via the digital input, the output is set.

VDE4105i Output is set when the network is within the set limits.

Standby switching (NC)

VDE4105 - Output is reset when the network is within the set limits.

Standby switching (NO)

VDE4105 i
Ext. setpoint reduct. select.

If the setpoint reduction is controlled via a digital input, the output is set.

VDE4105 i
Ext. setpoint reduct. active

Output is set when the selected setpoint reduction is active.

VDE4105 i
Ext. setpoint reduct. 1

Output is set if setpoint reduction 1 has been activated via an input.

VDE4105 i Output is set when setpoint reduction 2 has been activated via an input.
Ext. setpoint reduct. 2
VDE4105 i Output is set when setpoint reduction 3 has been activated via an input.

Ext. setpoint reduct. 3
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Group 5

AIO5 <x / >x
to
Al22 <x [ >x

Two limit values are available for each measurement input on the AI20 modules. If the
corresponding limit value falls below (<x) or exceeds (>x), the output is set.

Group 6

PTO1 <x />x
to
PT12 <x / >x

Al23 <x / >x
to
Al26 <x / >x

Two limit values are available for each measurement input on the AT20 modules. If the
corresponding limit value falls below (<x) or exceeds (>x), the output is set.

Group 7

PN20 Control Bit
01-16

MT20 / MR20 Control Bit
01-16

For the Profinet (PN20) or Modbus (MT20/MR20) bus couplers, 16 control bits are available
each, which are placed directly on digital outputs. In addition, these control bits can be
integrated into the logic functions.

Group 8

CAN AINO1 <x / >x
to
CAN AINO5 <x / >x

For the first 5 analog values, which come from the motor (CAN BUS), two limit values are
available. If the corresponding limit value falls below (<x) or exceeds (>x), the output is set.

Group 9

Toggle bit 0.5s

The output is set and reset in 2Hz cycle.

Toggle bit 1.0s

The output is set and reset in 1Hz intervals.

Toggle bit 2.0s

The output is set and reset at 0.5Hz intervals.

Logic i Marker 01-40 / Timer 01-08

Merker 01-40
Timer 01-08

40 logic modules and 8 timer modules can be configured. The corresponding outputs of the building blocks
can be assigned to digital outputs or used for further connections.

Logic i Marker 41-80 / Timer 09-16

Merker 41-80
Timer 09-16

40 logic modules and 8 timer modules can be configured. The corresponding outputs of the building blocks
can be assigned to digital outputs or used for further connections.

Digital inputs

DI101 to 122 (DI20-1)
DI201 to 222 (DI20-2)
DI301 to 322 (DI20-3)
DE601 to 603 (PM20)
DESO1 to 804 (GTP20)

The digital inputs can be linked directly to the digital outputs or used to control the logic blocks.
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Switching points

Switching point 01 For a certain selection of electrical variables, such as the percentage active power, a limit
value per switching point is available. If the corresponding limit value falls below (<x) or
exceeds (>x), the output is set.

to
Switching point 16

Function keys

The function keys, which can be operated as soft buttons on the GTP20, can be linked directly

Function key 1 Ccl ] (
to the digital outputs in the GV2 or used to control the logic modules.

Function key 2
Function key 3
Function key 4
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4.2.6 Al20

GTP20 | | com20 | Pm20 | | DI20-1 | Di20-2 | D203 | | DO204 | DO202 | DO20-3 | DO204 A20-1 | A202 | AI203 | AT20-1 | AT202 | | PN20 | MT20 | MR20

AI20 module 1 - analog inputs

display | alarms

V)

AOG min. value max. value limit value hysteresis  delay time

DE [AE0S input [voc [ o.00voc B[ 10,00 voc [Z] < x| 0% 5| owfH[  oosfH
EN (Al monitoring[— % 3 [ 0% 5[ 100% [5>x| 0w 3| 0% [ oosfy
v
Al0G min. value max.value imitvalue  hysteresis  delay time
DE [AE06 input [voc <[ o.00voc B[ 10,00 voe [5] < x| 0w 3| 0% [ oosfy
EN [Al06 monitoring— % %[ 0% 5[ 100% [3]>x| 0% [3 0% [3f[  o00sf3
v
AlOT min_ value max_value limit value hysteresis  delay time I
DE [AE07 input [voc [ o00voe [ 10,00 voe [5] < x| 0% [3 0% [3[  o00sfy BI616]0)
EN (A7 monitoring— % % [ 0% o[ 100% [2]>x| 0% [+ 0% ([ o00sff (@D
v
Al0B min. value max. value limit value  hysteresis  delay time @%I%)@ @A)
DE [AE08 input [voc [ o.00voc [ 10,00 voe [5] < x| 0% [3 0% (5[ o00sf3 7
EN [AI08 monitoring(—% % [ 0% [ [ 100% [2]>x| 0% [+ 0% [=f[ o00sfH o
v
Al09 min. value max.value limitvalue  hysteresis  dslay time
DE [AE09 it [vDC [ 0.00voe [2[ 1000 voe [Z] < x| 0% [+ 0% ([ o00sff
EN [Al09 monitoring(— % 3 [ 0% [ 100% [2]>x| 0% [2 0% sl o00sfE
v
A0 min. value max. value limitvalue  hysteresis  delay time
DE (AE10 it [VDC [ 0.00voc[2[ 10,00 voe [2] <x| 0% [2 0% sl o00sfE
EN A0 monitoring [ — % 3| 0% 3 10wk ow%[H[ o3[ 0sk

There are three analog input modules, each with 6 analog inputs. The description is given as an example
on analog input 5 on module 1.

To make the settings for the analog inputs, the Al20 Module 1 must be activated under the "HOME" tab.

For each input, you can choose between a voltage signal (+/- 10VDC) or current signal (+/-20mA). The
input signal working range is defined by the start and end values. According to the working range of the
input signal, the display can be scaled with initial value and final value. In the display on the tableau, under
the menu item "Analog Values", the input value and the scaled value are displayed. There are 9 different
units available for viewing.

Display In addition to the display, two limit values for monitoring can be
_____ % OF ----,-% parameterized. If only monitoring of the limit values is required, but no
_____ litre display is desired, a "-" character must be entered in the text input.

----- bar or ---,- bar

---- mbar

----- A
""" h When the limit value is exceeded or undercut and after the delay time
has elapsed, the correspondingly parameterized output relay is
. activated.
Limit
<x/>x
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AI20 module 1 - analog inputs

display | alarms

DE [AL221 AES
v 221
EN [AL221 AIS

DE [AL222 AE6
¥ 222
EN [AL222 Al6

DE [AL223 AE7
EN [AL223 AI7

DE [AL224 AEB
¥ 224
EN [AL224 Al8

DE [AL225 A9
¥ 225
EN [AL225 A9

DE [AL226 AE10
¥ 226
EN [AL226 A0

lmit value hysteresis delay time

[l [ aw [ sl

lmit value hysteresis delay time

[l [ aw [ sl

lmit value hysteresis delay time

[l [ aw [ sl

it value hysteresis delay time

[ ww [ awlE [ aesE

limit value hysteresis delay time

[ wwl [ e [ s

limit value hysteresis delay time

[ 2wl [ 2Bl [_zsFl

v

v

v

v

v

v

AR

AR

AR

R

R

R

FR2

ssD

ssD

ssD

ssD

ssD

ssD

NSD

NSD

NSD

NSD

NSD

NSD

BT

BT

BT

ceT

ceT

ceT

FG2

There is a separate limit for monitoring the alarms. If this is exceeded or undercut, the following will occur
after the delay time has elapsed and according to the alarm behaviour (see point 4.4.1) to signal the alarm.
All alarms can be parameterized to a digital output.

The alarms are only displayed if the AlI20 modules are activated under the "HOME" tab.

Analog Inputs

Alarm text Description

AL221 AI5 Al20-1 7 Each analog input on the add-on modules has an alarm associated with it. If the limit
to value is below or exceeded, the alarm is triggered. The alarm text is editable.

AL226 Al10

AL229 Alll Al20-2 7 Each analog input on the add-on modules has an alarm assigned to it. If the limit value
to is below or exceeded, the alarm is triggered. The alarm text is editable.

AL234 All6

AL237 Al17 Al20-371 Each analog input on the add-on modules has an alarm assigned to it. If the limit value
to is below or exceeded, the alarm is triggered. The alarm text is editable.

AL242 Al22

Version/Date: 07 / 24.09.2026 / SCO
GECO20_Description_Version07.docx7

Side: 41 from 113



Hanseatic
Power

Compact automatic e Solutions

User manual

4.2.7 AT20

GTP20 | | comz20 | Pm20 | [ D201 [ Diz02 | Diz0-3 [ [ DO20-1 | DO202 | DO20-3 | DO204 | | Alzo-1 | A202 | A20-3 | AT20-1 | AT20-2 | | Pn20 [ mT20 [ MR20

AT20 module 1 - temperature measurements

display | alarms

v
PTO1 limitvalue  hysteresis  delay time
DE [PT1 input <x[ oocl[ oocl[ oosfE
EN[PT1 monitoring | — °C  $ >x[ ool ooclf[  oos[i
v
P02 limitvalue  hysteresis delay time " 50 aQ |2-
DE (PT2 input <x[ oocl[ oo e0sH @@@d 9000
EN [PT2 monitoring >x[ooccl[ ooccH[ oos[i [ L
’ P03 limitvalue  hysteresis delay time Ty
DE [PT3 input <x[oocef[ woclE[  eosfE DOOC
EN[PT3 monitoring =x[o0ceF[ w0l eosfE [ -
’ P04 limitvalue  hysteresis  delay time
DE [PT4 input <x[o0cZ[ ool 00s[E
EN[PT4 monitoring =x[00ccZ[ woc[E[  0os[E
v
PTO0S limitvalue  hysteresis  delay time
DE [PT5 input <x[ ooreZ[ wocf[ eosfy
EN [PT5 monitoring =x[00ccfE[ oocclH[ 00s PT100 PT1000
, ﬂ
P06 limitvalue  hysteresis  delay time 3 é) ¢ (‘% é’) %
DE [PT6 input <x[ ool oocf[  oos[? N
EN[PT6 monitoring |— °C & >x[oocclH[ ooccff[ oos[? mpﬂoo
’
A23 min_ value max._ value limit value hysteresis  delay time ©)
DE [AE23 input  [vDC [ o00voc B[ 1000 voe 5] <x| 0% 3 0% 5[ oosfH PT100
EN [ A123 monitoring [ — % 3| 0% B[ 100% 5> x| 0% 3 0% 5[ oosfH m
“ 1 3
A2t min_value  max_value limitvalue  hysteresis delay time
DE [AE24 input [voc [ o00voc [ 1000 voe [5] < x| 0w 3 0% [5][ 0osH
EN (A4 monitoring— % 3 0% [ 100% 3> x| 0w 3 0% [5][ 0osH

Two measurement modules are available, each with 6 PT100(0) measurement inputs and 2 analog inputs.
The description is given as an example at Entrance 1 on Module 1.

To make the settings for the PT100(0) measurement inputs, the AT20 module 1 must be activated under
the "HOME" tab.

For temperature measurements, you can choose between PT100 and PT1000. The temperature range
goes from -200°C to 800°C.

PT100 Display(0)

The analog inputs of the AT20 are set as with the Al20 (see point 4.2.6).
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AT20 module 1 - temperature measurements

display | alarms

. DE [AL247PT2> limit value hysteresis delay time
2a7 T T T
BN (aL2e7 P25 [ socfd [ e2xld | 2083 [Jmw [Jar [Jm1 [r2 [ |3 [se [ pe= [ ssp [ Insp [ JceT [ |fe1 [ Fe2 [ |Fe3s [ Fe4 [ict [ Jice
DE [AL243FT25> timit value hysteresis delay tme
¥ 248 s s s
EN |AL248 PT2>> [ 5,0 °C H [ 0,2°C H [ 2,05 H mv AR FR1 FR2 FR3 S8 DEE S50 NSD [o:18 FGL FG2 FG3 FG4 cL Lc2
0E [AL2#9PT3> limit value hysteress delay time
¥ 29 rs rs rs
EN [AL249 PT3> ( soxcls] | o2xcls] | 20s[2] (v [Jar [Im1 [z (/3 [Is8 [Ipee [)sso [INsp [Jcsr [|ret [Fe2 [IFe3 [IFes [lict [icz
. DE [AL250PT3>> limit value hysteresis delay time
0] = = =
EN [ALz50 PT35> ( soxcls] [ oexfE | 2083 [ mw [ar [ Jm1 [ Im2 [ /3 [se | pe= [ ssp | Insp [ |ceT [ |fe1 [ (Fe2 [ |Fe3 [ |Fe4 [ ict [ |ice
DE [ALZ51PT4> limit value hysteresis delay time
¥ 251 s s s
EN |AL251 PT4> [ 5,0 °C H [ 0,2°C H [ 2,05 H mv AR FR1 FR2 FR3 S8 DEE S50 NSD [o:18 FGL FG2 FG3 FG4 cL Lc2
. 0E [AL252PT4>> limit value hysteresis delay time
252 = = =
EN [AL252 PT45> ( socls] | o2xcls] | 20s[2] (v [Jar [Im1 [z (/3 [Is8 [Ipee [)sso [INsp [Jcsr [|ret [Fe2 [IFe3 [IFes [lict [icz
. DE [AL253PTS> limit value hysteresis delay time
= = = =
EN [aL2s3 PTS> [ soxcfd [ e2xlE | 2083 [ mw [ar [ Jm1 [ Im2 [ /3 [se | pe= [ ssp | Insp [ |ceT [ |fe1 [ (Fe2 [ |Fe3 [ |Fe4 [ ict [ |ice
DE [ALZ54PTS>> limit value hysteresis delay time
v 254 s s s
EN | AL254 PT5>> [ 5,0 °C H [ 0,2°C H [ 2,05 H mv AR FR1 FR2 FR3 S8 DEE S50 NSD [o:18 FGL FG2 FG3 FG4 cL Lc2
» 0E [AL255PTE> limit value hysteress delay time
255 < < <
EN [AL255 PT6> ( soecls | 2|3 | 20s[8] [Jmv [Jar [Im1 [z (/3 [Is8 [Ipee [ )sso [INsp [Jcsr [|ret [Fe2 [IFe3 [IFes [lict [Jic
. DE [AL256 PTE>> limit value hysteresis delay time
=2 = = =
EN [ALz56 FTE>> ( soxcls] [ oexlE | 2083 [ mw [ar [ Jm1 [ Im2 [ /3 [se | pe= [ ssp | Insp [ |ceT [ |fe1 [ (Fe2 [ |Fe3 [ |Fe4 [ ict [ |ice
DE [AL257 AE23> limit value hysteresis delay time
v 257 s s s
EN | AL257 AI23> [ 50 % H [ 2% H [ 2,05 H mv AR FR1 FR2 FR3 S8 DEE S50 NSD [o:18 FGL FG2 FG3 FG4 cL Lc2
» DE AL255 AE232> limit value hysteress delay time
=5 = = =
EN [AL258 AT23>> ( sonl] | ACH 20s[8] [Jmv [Jar [Im1 [z (/3 [Is8 [Ipee [ )sso [INsp [Jcsr [|ret [Fe2 [IFe3 [IFes [lict [Jic
. DE [AL259 AE24> limit value hysteresis delay time
= = = =
EN [ALz59 AT24> ( s0% (5] | 2% 5] | 2083 [ mw [ar [ Jm1 [ Im2 [ /3 [se | pe= [ ssp | Insp [ |ceT [ |fe1 [ (Fe2 [ |Fe3 [ |Fe4 [ ict [ |ice
. DE [AL260 AE245> limit value hysteresis delay time
ZD = = =
EN [ALZ60 AT24>> ( so%fe] | 23] | 205[2] v [Jar [Im1 [z (/3 [Jse [Joee [Jsso [Insp [Jcer [Jrer [IFe2 [Ire3 [Jres [Jict [icz

There is a separate limit for monitoring the alarms. If this is exceeded or undercut, the following will occur
after the delay time has elapsed and according to the alarm behaviour (see point 4.4.1) to signal the alarm.
All alarms can be parameterized to a digital output.

The alarms are only displayed if the AT20 modules are activated under the "HOME" tab.

Version/Date: 07 / 24.09.2026 / SCO
GECO20_Description_Version07.docx7 Side: 43 from 113



Hanseatic
Power

Compact automatic e Solutions

User manual
4.2.8 PN20
GTP20 | [ com20 | Pm20 | [ Di201 | D202 [ D203 [ | DO201 [ DO20-2 [ DO20-3 | DO204 | | Al2041 [ Al202 | Al203 | AT20-1 | AT202 | | PN20 [ mT20 | MR20

PN20 - Profinet

DOT708 |- ]
For external data bus communication with a higher-
level controller, the PN20 module is available with a
Profinet connection. To make the settings for the
selected BUS pairing, the corresponding module must
be activated under the "HOME" tab.
D In order to connect to the higher-level controller, it must
assign an IP address to the PN20 module.
An output relay (DO708) is available, to which a
function can be assigned according to the selection list.
429 MT20
GTP20 | | com20 | PM20 | [ D201 [ D202 | D203 | [ DO201 [ DO202 | DD20-3 | DO204 | | A20-1 | Al20-2 | AI203 | AT20-1 | AT202 | | PN20 | MT20 [ MR20
MT20 - Modbus TCP/IP
1P-Address [ e [ e[ wF[ w3 0707 [- D
Netmask [ e B[ e L[ ass 5] 0 5
Gateway ( 192 [3 168 3| 10 [3[ 182 [3]
0Ofread | 02read | 03read | O4read | 05read | 06 read | 07 write |
0117 - Operation byte 01 40946 - Alarm 097 .. 112 il
02 18 - Operation byte 02 %] 1047 - Alam 113 .. 128 | ! !
03 [19.- Operation byte 03 <] 1148 Atarm 129 148 & DOO®
04 (20 - Operation byte 04 < | 12[49 - Atarm 145 . 160 ] * )
05 [21- Operation byte 05 < |13 (51 - Atarm 177 .. 192 ] D
06 |22 - Operation byte 0 2| 1452 - Atarm 193 . 208 2l EI
07 40 - Alarm 001 _ 016 s s [- 3] 2
08 [41- Alarm 017 _ 032 2 ]16[- 2] S

v

(*) - Unit and scaling for the analog inputs of the modules AI20 and AT20 can be found in the parameter assignment o707
[DINT] - For analog values marked with [DINT], the next register must not be used

For external data bus communication with a higher-level controller, the MT20 module is available with a
Modbus TCP/IP connection. To make the settings for the selected BUS pairing, the corresponding module
must be activated under the "HOME" tab.

An output relay (DO707) is available, to which a function can be assigned according to the selection list.
In order to connect to the MT20 module, an address must be set. The setting is done via IP address,
netmask and gateway.

There are 96 read and 6 write registers. For each address register, you can choose which data should be
available in it according to the pull-down selection list. The assignment of the address registers can be
found in the parameterization of the system. The individual signals contained in the byte/word are listed in
the attached data point list. A secure assignment is made via the module number.
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4.2.10

MR20

GTP20

|| comzo | pmzo |

MR20 - Modbus RTU

D
Baud
Parity

Stop Bit

9600
Odd

| D201 | DI20-2 | DI203 | | DO201 | DO20-2

Ofread | 02read | 03read | O4read | 05read | 06 read | 07 write |

o117

- Operation byte 01

s 09[46-Aam 097

12

02[18

- Operation byte 02

$] 1047 Mam 113 128

D020-3 | DO204 | | Al20-1

DO707 |-

0319~

Operation byte 03

s 11[48-Aam 120 144

0420~

Operation byte 04

¢ 1249 -Mam 145

0521

- Operation byte 05

¢ 13[50-Alam 161 ..

76

06 [22-

Operation byte 06

$] 14[53-Aam209 .

~

224

o720

- Alarm 001 . 016

:l 15 -

60 *

o8-

] e[

(*)- Unit and scaling for the analog inputs of the modules AI20 and AT20 can be found in the parameter assignment
[DINT] - For analog values marked with [DINT], the next register must not be used

DO
+ =

2122 M 2o 24

v

Al202 | AI20-3

AT20-1 | AT20-2 | [ PN20 [ MT20 | MR20

For external data bus communication with a higher-level controller, the MR20 module is available with a
Modbus RTU connection. To make the settings for the selected BUS pairing, the corresponding module
must be activated under the "HOME" tab.

An output relay (DO707) is available, to which a function can be assigned according to the selection list.
In order to connect to the MR20 module, some settings must be made. A slave ID must be set. Further
settings are made via baud rate, parity and stop bit.

There are 64 read and 4 write registers. For each address register, you can choose which data should be
available in it according to the pull-down selection list. The assignment of the address registers can be
found in the parameterization of the system. The individual signals contained in the byte/word are listed in
the attached data point list. A secure assignment is made via the module number.

Connection assignment on the Modbus RTU module MR20:

RS-232 RS-485
PIN Signal Comment PIN Signal Comment
1 GND Bus polarity, ground (insulated) 5 B-Line RS-485 B-Line (+)
2-3 Connect Pin 2 to Pin 3 (Bridge) 9 A-Line RS-485 A-Line (-)
Rx RS-232 Data Received
TX RS-232 Send data
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4.3 Synchronization

HOME | MODULES | SYN | ALARMS EXT | ALARMSINT | TIMES | CONTROLLER | CANEUS | LOAD/COSPHIBUS | SWITCHING POINTS | VDE/BDEW | LOGIC | LED |

Setting parameters for synchronization and island operation. If the synchronization mode is deactivated,
the switching takes place with a gap. The available special functions depend on the switch control, which
is set on the 'HOME' tab with the system overview (singleline) (4.1).

Differential amplifiers are used to record the voltage and frequency of two three-phase networks. The
measurement for synchronization is between L1 and L2. During operation, the voltages and the averaged
frequencies are continuously shown in the display.

43.1 Synchronization operation

£ without synchronization 1

closed transition

parallel operation

synchronization

According to the selected synchronization function, the
synchronization parameters are shown and hidden.

advance time " ows When_selected, overlap sync_hronization or parallel
_ = operation, the synchronization parameters are

max. frequency diference | 010 CY [3] displayed and can be adjusted according to the

min. frequency difference a requirements.

max. voltage difference a

syn pulse length

frequency integration time a

Sollwertregelung Ein s ]

When setpoint control is activated, the values for

setpoints island operation

frequency and voltage to which the setpoint is

3 controlled in island operation can be adjusted.

voltage TS If you set the value to "0", the control is deactivated.

Synchronization

advance time

It is used to compensate for the deceleration of the switching elements. The synchronous pulse
is output at the advance time before the expected synchronous time. Typical delay of a switch:
50ms.

max. frequency difference

Maximum permissible frequency deviation at which the connection may take place.

min. frequency difference

In synchronous operation, the generator is always regulated to a small frequency deviation from
the mains so that the generator frequency is kept in beat with the ma frequency and
synchronization is possible.

max. voltage difference

Maximum permissible deviation of the generator voltage from the synchronization voltage at
which the connection may take place.

syn pulse length

The time it takes to drive the output relay that turns on the MCB or GCB.

frequency integration time

The frequency, which is used as the actual value for frequency control, is averaged over several
periods in order to keep the control loop quiet.
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4.3.2 Special functions

speed synchronization

speed synchronization start up synchronization
speed synchronization start up synchronization start speed max.
start up synchronization start speed max. | mains parallel oper. gen alarms U/F blocked
start speed max. ¥| mains parallel oper. gen alarms U/F blocked first closing / pilot
¥ mains parallel oper. gen alarms U/F blocked first closing / pilot special synchronizing function

mains / Generator

Features

Generator Ext. Switch Control

Ramp-up synchronization /
Quick sync

See point 3.8.2
and 3.8.3

Speed increase

When the function is active, the output "RPM higher" is set. The output remains set until the
feedback " GCB A message" comes. After that, the speed control is active.

Mains parallel
GEN Alarms U/F Locked

In mains-parallel operation, the generator alarms are blocked for voltage and frequency to
ensure monitoring with the Mains protection values.

Initial Activation Release /
Pilot

The function is permanently activated. The unit is always controlled in 50Hz operation when the
GCB is switched on. The digital input with the same function is no longer active. In mains parallel
operation, this function is blocked.

Special synchronization
function

See point 3.8.1
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4.4 External alarms

HOME I MODULES ] SYN | ALARMS EXT | ALARMS INT | TMES | CONTROLLER | CANBUS | LOAD/COSPHIBUS | SWITCHING POINTS | VDE/BDEW | LOGIC 1 LED 1

AL001-016 | ALO17-032 | AL033-048 | AL049-064 |

DE | ALOO1 delay time

v 0
=
e [ ALODL ™ AR PRt [ |FR2 [ IFR3 [ 58 [ IDEE | ssp WINSD | BT [ PGt | JFe2 [ IFG3 [ |Fe4 [ 161 [ ILG2
DE | ALOD2 delay time
~ 002 =
En [ ALOD2 [ aasf3 mv (AR [JFRt [JFR2 [JFR3 []s8 [JDEE []ssD ¥INsD [JceT [IFGL [|FG2 [IFG3 [Fe4 [ LGt []LG2
DE | ALOD3 delay time
v 003 [=]
EN | aLo03 ﬂ mv [ AR [ |FRi [ |2 [|FR3 [ |sB [ |DEE [ |ssp [wINsD [ cBT [ |FGL [ |FG2 [ |FG3 [ |FG4 []1G1 [ |L62

There are 64 free alarms available. The alarms can be parameterized to free digital inputs. Text, alarm
behavior and delay time can be selected separately for each alarm.

441 Alarm behavior in general

ALOD1-016 | AL017-032 | AL033-045 | AL049-064 | Every alarm that is to be reported must be released.
o (e Unreleased alarms are hidden.
EN | ALOO1
delay time

[a]
| o153 mv [ AR [ |FR1 [ |FR2 [ |FR3 [ |SB [ |DEE | |5sD |¥InsD [ |eceT | PGt [ |FG2 | |FG3 | |FG4 [ |Lci [ |Le2

The alarms can be individually adapted to the corresponding use cases via the coding.

INV Inverted alarm behavior

AR Autoreset i When the alarm is no longer pending and when the alarm reset delay has expired, an
automatic reset occurs.

FR1 Release Delay 1 - Time runs when "Operation" is detected. Setting the time is done under the tab
"Ti mesYAdvanced Settings 1".

FR2 Release Delay 2 i Time runs when the "GCB ON" is The time is set underthet ab " Ti mes Y
Settings 1".

FR3 Release Delay 37 Time runs when the "MCB ON" or the "GCB ON" is ON. Setting the time is done under
the tab "Ti mesYAdvanced Settings 1".

SB Start-blocking i No start while the alarm is pending.

DEE De-excitation i The corresponding output, which is parameterized to the "De-excitation" function, is set.

SSD Sprinkler stop i The engine is also switched off in sprinkler mode.

NSD Normal stop i A stop command is given to the engine. According to the parameterization, the

stop/operating magnet output is activated or deactivated.

CBT Circuit breaker trip i Causes the GCB to turn off. If the alarm is pending for more than 3 minutes, a stop
command is given to the engine.

FG1to FG4 Fault reporting groups 1 to 4 i alarms can be grouped into four different groups. According to the function
list, these groups can be parameterized to a digital output.

LG1/LG2 Locking Group 1 & 21 By wiring a digital input or creating a logic function, conditions can be created that
define a lock group. This allows an alarm to be blocked in certain states.
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HOME } MODULES I SYN } ALARMS EXT | ALARMS INT | TIMES | CONTROLLER | CANBUS | LOAD/COSPHIBUS | SWITCHING POINTS | VDE/BDEW | LOGIC ] LED ]
general | mains | generator
AL101-108 | AL109-118 | AL124-126
DE | AL101 Not-Halt
¥ 101
EN | AL101 Emergency stop Vimw [Jar [JFr1 [Jr2 []rm3 []s8 Woee Wsso [Insp [Joar [Jre1 [Jrez [JFe3 [JFe4 161 []iG2
[awsr]  AL102 Fehistart namend
102 |48
1281 aL102 start crank warring
< 1035 DE | AL 103 Fehlstart abstellend limit value delay time
148 oy (103 Start crankstop [ asenff [ oosf? mw AR [IFR1 [1FR2 []FR3 []sB [JDEE []ssD WINsD []caT [JFe1 [JFG2 [JFG3 [FG4 []161 []1G2
e m‘t‘m,* DE | AL104 Fehlstart Sprinkler limit value delay time
48] oy (o104 start crank sprir [ woswn[3] mv | AR [ FR1 [ IFR2 [ |FR3 [ |sB [ |DEE ¥issD [ InsD [ JcaT [ Fe1 [ IFG2 [ |FG3 [ IFe4 [ [161 | |162
2 105 DE | AL105 Drehzahlgeber defekt delay time
EN | AL10S Pick up fault [ 20sf3 mw []aR [JFR1 []FR2 []FR3 [¥]sB [JDEE []ssD [INsD [JoBT [JFe1 [JF62 [JFG3 [FG4 []161 []1G2

If the limit value is exceeded or undercut, the deceleration time and the according to the alarm behaviour
(see point 4.4.1) to signal the alarm. All alarms can be parameterized to a digital output. The texts of the
alarms cannot be changed because these alarms are linked to internal functional sequences.

General

Alarm text

Description

AL101 Emergency Stop

Turn off the unit in any case, even when sprinkler is in operation. Processing is carried out using
the quiescent current principle.

AL102 Start crank warning

If the launch attempts exceed the entered limit, a warning alarm is triggered.

AL103 Start crank stop

If the start attempts exceed the entered limit, a shutdown alarm occurs.

AL104 Start crank sprinkler

When sprinkler is requested, the "False start shutdown" is deactivated. If the start attempts
exceed the entered limit, a shutdown alarm occurs.

AL105 Pick up fault

Elimination of the signal "ignition speed reached" (LIMA).

AL106 Stop fault

The delay time is started with "Stop Command". After the time has elapsed, the LIMA input and
the generator voltage must no longer be present, otherwise the alarm will be set.

AL107 Supply UDC<

The supply voltage of the GECO20 is monitored for undervoltage.

AL108 Supply uDC>

The supply voltage of the GECO20 is monitored for overvoltage.

AL109 Starter Battery 1 U<

Alarm is set via the digital input "Battery 1 U<".

AL110 Starter Battery 1 U>

Alarm is set via the digital input "Battery 1 U>"

AL111 Starter Battery 2 U<

Alarm is set via the digital input "Battery 2 U<".

AL112 Starter Battery 2 U>

Alarm is set via the digital input "Battery 1 U>"

AL113 Gen CB Fault

After the switch-on command, the switch feedback does not come.

AL114 Mains CB Fault

After the switch-on command, the switch feedback does not come.

AL115 Syn time too long

The synchronization must be completed within the set time.

AL116 Watchdog

Monitoring of the modules active on the BUS.

AL117 Maintenance counter

After the maintenance counter has expired, the alarm is set. See point Fehler! Verweisquelle
konnte nicht gefunden werden.

AL118 Fault remote tableau

Monitoring of the remote panel

AL124 AlO3 UDC<

The voltage at analog input 3 is monitored for undervoltage.

AL125 AIO3 UDC>

The voltage at analog input 3 is monitored for overvoltage.

AL126 AlO3 Delta UDC

Monitors analog input 3 at center tap on delta UDC
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4.5.2 Mains

general | mains | generator
mains quality | general

DE [ AL133 Netzspannung << limit value hysteresis delay tine

¥ 133 = = =
EN | AL133 Mains voltage << l 95 % H l 2% H [ 0,25 H NV AR FR1 FR2 FR3 S8 DEE 55D NSD CBT FG1 FG2 FG3 FG4 LG1 LG2
DE | AL134 Netzspannung < imit value hysteresis delay tine

¥ 134 < < <
EN | AL134 Mains voltage < [ 97 % H [ 2% H [ 2,05 H v AR FR1 FR2 FR3 S8 DEE 55D NSD fo: 1 FG1 FG2 FG3 FG4 LG1 LG2
DE [ AL 135 Netzspannung > imit value hysteresis delay time

¥ 135 < < <
EN [ AL135 Mains voltage > [ wiwfr] | 2% | 2053 mv [Jar [1FR1 [ IFR2 [1FR3 [ |58 [JpeE [Issp [ INsD [JceT [1FG1 [|Fe2 [ |FG3 [ IFG4 [ 161 [ |LG2
DE | AL136 Netzspannung >> limit valug hysteresis delay time

¥ 136 = = =
EN | AL136 Mains voltage >> l 105 % H l 2% H [ 0,25 H ™ AR FR1 FR2 [ |FR3 S8 DEE 55D NSD cBT [ |FG1 FG2 [ |FG3 [¥IFG4 [ |LG1 G2

Power quality monitoring can be enabled under "HOME - Options". The available alarms can then be

released.

If the limit value is exceeded or undercut, the deceleration time and the according to the alarm behaviour
(see point 4.4.1) to signal the alarm. All alarms can be parameterized to a digital output. The texts of the
alarms cannot be changed because these alarms are linked to internal functional sequences.

Mains quality

Alarm text

Description

AL133 Mains voltage <<

AL134 Mains voltage <

AL135 Mains voltage >

AL136 Mains voltage >>

AL137 Mains frequency <<

AL138 Mains frequency <

AL139 Mains frequency >

AL140 Mains frequency >>

Mains quality monitoring.

The under/over voltage and the under/over frequency of the mains voltage are monitored.
Monitoring is only active when the mains voltage has reached its operating value. If one of the
alarm limit values is exceeded or undercut, the corresponding fault message is displayed after
the fault signal delay has expired. The LED for "Mains voltage available" flashes and the starting
process is initiated.

general |~ mains | generator
mains quality general

DE | AL141 Netz Drehfeld limit value delay time

<14 = =
EN [ AL141 Mains rotating field Right 4 [ wosfy mv []aR [JFR1 [JFR2 A3 []s8 [JoEE []ssp [Insd [Jear [JFG1 [|FG2 [|FG3 [|Fe4 [161 []162
DE [ AL 142 Netz Winkelfehler imit value hysteresis delay time

¥ 142 = = =
EN | AL142 Mains angle fault [ o= H [ 2® H [ 4,05 H NV AR FR1 FR2 FR3 S8 DEE 55D NSD CBT FG1 FG2 FG3 FG4 LG1 G2
DE | AL143 Netz Spannungasymetrie limit value hysteresis delay time

¥ 143 re = re
EN | AL143 Mains voltage asymmetry l 10% H [ 2% H l 108 H NV AR FR1 FR2 FR3 SB DEE ssD NSD CBT FG1 FG2 FG3 FG4 LG1 LG2
DE | AL144 NLS ausgelist delay time

¥ 144

EN [ AL144 MCB triped

[ osfH mv []aR [JFR1 [|FR2 |3 [|s8 [|oeE [|ssp [Insd [JeeT [JFe1 [|FG2 [|FG3 [|Fe4 [161 []162

The network alarms listed under "General" are always available. These can be activated according to the requirements.

General

Alarm text

Description

AL141 Mains rotating field

Monitoring on right or left rotating field.

AL142 Mains angle fault

Maximum angle by which the outer conductors may deviate.

AL143 Mains voltage
asymmetry

The threshold entered refers to the voltage rating. The deviation of the individual strand stresses
must not exceed this amount.

AL144 MCB tripped

Internal MCB trip monitoring has expired, and an external trigger has been detected.
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453 Generator
general mains generator

voltage/frequency | mains protection 1 current/power \

a|  DE [AL1#9 Generatorspannung << it value hysteresis delay time

¥ 149 ~ = = mw [JaR WFR1 [JFR2 [JFR3 [sB [ Joee []ssD [WinsD [Jeor [Jrer [JFe2 [|Fe3 [ |Fe4 [ 161 []1G2
127] oy [aL145 Generator volisge << [ Bl ACH 15 [2]
(e DE [AL150 Generatorspannung < limit value hysteresis delay time

¥ 150 7 ~ . r mw [JAR WFR1 [JFR2 [JFR3 [1sB [JoEE []ssp [WInsD [JesT [JFet [JFe2 [1Fe3 [JFe4 []161 []1G2
== EN|AL150 Generator voltage < [ 90 % H [ 2% H [ 208 H
[awsi] DE | AL151 Generatorspannung > limit value hysteresis delay time

¥ 151 59 ~ = = mwv [JaR [JFR1 [JFR2 [JFR3 [1sB [JoEE []ssp [WINsD [JesT [Jr6t [JFe2 [IFe3 [JFe4 (161 []1G2
== EN|AL151 Generator voltage > [ 15% H [ 2% H [ 205 H
[awsi| DE | AL152 Generatorspannung >> limit value hysteresis delay time

¥ 152 | 5g = = = ™ AR FR1 FR2 FR3 SB DEE S50 [¥|NSD CBT FG1 FG2 FG3 FG4 161 LG2
1591 o (1152 cenerstor voltage >> [ mwl] | 2%lz] [ oasfE]
s DE [AL153 Generatorfrequent << Imit value hysteresis delay time

¥ 153 gq i) AR ¥IFR1 FR2 FR3 SB DEE 55D NsD ¥ caT FG1 FG2 FG3 FG4 LG1 LG2
L 105 [5]

| eN [AL153 Generator frequency << [ ey [ el [

If the limit value is exceeded or undercut, the deceleration time and the according to the alarm behaviour
(see point 4.4.1) to signal the alarm. All alarms can be parameterized to a digital output. The texts of the
alarms cannot be changed because these alarms are linked to internal functional sequences.

Voltage/Frequency
Alarm text Description
AL149 Generator voltage << Monitoring of generator voltage and frequency.

AL150 Generator voltage <

AL151 Generator voltage >

AL152 Generator voltage >>

AL153 Generator frequency <<

AL154 Generator frequency <

AL155 Generator frequency >

AL156 Generator frequency >>

AL157 Generator rotating field | Monitoring on right or left rotating field.

AL158 Generator angle fault Maximum angle by which the outer conductors may deviate.

AL159 Generator voltage | The threshold entered refers to the voltage rating. The deviation of the individual strand
asymmetry stresses must not exceed this amount.

AL160 Cos Phi capacitive Power factor monitoring. Capacitive limit

AL161 Cos Phi inductive Power factor monitoring. Limit Inductive

AL162 GCB Tripped Internal GCB trip monitoring has expired and a triggering from external has been detected.
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general | mains _ generator

VDE 4110 -
mains protection
WDE 4105 £ current/power

advanced

DE | AL 165 Netzschutz Sammelalarm delay time
¥ 165 = mv AR (PRt [(FRR2 [JFR3 (|58 [ DEE [ 5D [ IneD [ JeeT [JF61 [ FG2 [JFG3 [FG4 [ 161 [ 162
EN [ AL165 Mains protection collective fault 0,05 [T
TUpe) [awsi|  DE [ AL186 Netzschutz U<< imit value hysteresis delay time
¥ 166 |mn 27 e e e v AR FR1 FR2 [ |FR3 S8 DEE 55D NSD ceT [ |FG1 FG2 | |FG3 FG4 | ]161 162
== =5 EN | AL186 Mains protection U<< 4% [y 2% [ 0,305 [&
e [aws|  DE [ALs7Netsschutz U< limit value hysteresis delay time
¥ 167 |mn 27 = = = mv AR (PRt [(FRR2 [JFR3 (|58 [ DEE [ 5D [ IneD [ JeeT [JF61 [ FG2 [JFG3 [FG4 [ 161 [ 162
=20 BN [ aLis7 mains protection U< 80 % |3 2% [+ 1,008 [
= [awsi] ALI63NetzschutzU>
159] 4 168 Mains protection U>
G| [aws|  DE [AL19 Netrschutz > limit value hysteresis delay time
v 169|mn‘ 59 = = = v AR FR1 FR2 FR3 58 DEE 55D NSD cBT FG1 FG2 FG3 FG4 LG1 LG2
S EE0 BN aLiss mains protection U 125% 3 2% (v 0,105 |3
- [awsi]  ALI70Neteschutz F<<
181] AL 170 Mains protection F<<
e [ansi|  DE [ALLTINetischutzFe limit value hysteresis delay time
v |mn 81 = = = v AR FR1 FR2 [ |FR3 B DEE 55D NSD ceT [ |FG1 FG2 | |FG3 FG4 | |161 162
S LEE) BN [ AL171 Mains protection F< 47,5CY [T 020 |3 0,105 |3
e | DE [ALi72Netischutz 7> limit value hysteresis delay time
4 172|mn 81 = = = mv (AR (PR [(FR2 [JFR3 (I8 [ JDEE [ 1ssD [ IneD [ JceT [JFe1 [ (FG2 [JFe3 [Fe4 [ |1G1 [ 162
S =) BN ALLT2 Mains protection Fi» 51,5C [3 0,2CY [+ 3,005 |+
Tupe) [awsi|  DE [AL173 Netzschutz F>> imit value hysteresis delay time
¥ 173|mn 81 = = = v AR FR1 FR2 [ |FR3 B DEE 55D NSD ceT [ |FG1 FG2 | |FG3 FG4 | |161 162
=== =" EN|AL173 Mains protection F>> 52,5Cf ¢ 0,2CY & 0,105 [+
(]  AL174MNetaschutz Vektor >
174
(78] 74 Mains potecton vector >
[awsi]  AL175Netzschutz Vektor >
175 78

AL175 Mains protection vector >

AL176 QU Schutz <
AL176 QU protection <

AL177 QU Schutz <<
AL177 Q- protection <<

If the limit value is exceeded

or undercut, after the delay time has elapsed and according to the alarm

behaviour (see point 4.4.1) to signal the alarm. All alarms can be parameterized to a digital output. The

texts of the alarms cannot be

changed because these alarms are linked to internal functional sequences.

All active alarms of the decoupling protection act on the output relays DO605 and DO606 on the PM20, to
which the 'mains protection' function is permanently assigned. The relays work on the quiescent current
principle. One relay has an NC contact, the other has a NO contact. Which relay is used depends on

whether the mains protection

is to act on the MCB or the GCB.

The decoupling protection alarms are generated from the measured values at the generator voltage input.

Network protection VDE
4110

Alarm text

Description

AL165
Mains protection collective fault

The Network Protection Collective Alarm is affected by all alarms activated in the Network
Protection tab. The collective alarm is assigned to two relays on the PM20 module. The relays
work in the quiescent current principle. One relay has an NC contact, the other has a NO contact.
Which relay is used depends on whether the mains protection is to act on the MCB or the GCB.

AL166 Mains protection U<<
AL167 Mains protection U <
AL169 Mains protection U >>
AL171 Mains protector F <
AL172 Mains protector F >
AL173 Mains protector F >>

The decoupling protection according to VDE4110 has the task of disconnecting the system from
the mains in the event of impermissible voltage and frequency values. The decoupling protection
is active when the corresponding alarms are activated. The alarms can be set according to VDE-
AR-N 4110:2018-11 point 10.3.4.2.2 Table 11.
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Alarm text Description
AL168 Net Protection U > Voltage and frequency monitoring.

AL170 Net Protector F <<
AL174 Net Protection Vector > | When the vector jump in a phase, the alarm is set.

AL175 Net Protection Vector
>>

AL176 Q-U Protection < If the voltage limit value is exceeded in all three phases and if the generation plant
AL177 Q-U Protection << simultaneously absorbs inductive reactive power from the mains, the alarm is triggered. The
limit that is set for the angle Phi is capacitive.

general | mains | generator

3y | mains protection | cument/power

VDE 4110

VDE 4105
advanced
DE | AL181 VDE4105 - Sammelfehier delay time
EN | AL181 VDE4105 - Collective fauit mv [JaR [JFRR1 [ JFR2 [JFR3 [Is8 [ JpEe [/ssp [ nsD [ |ceT [ Jre1 [ |Fe2 [ |Fe3 WIFe+ [ 161 [ |62
DE | AL182 VDE4105 - U< 0,8 limit value
e[
EN [AL182 VDE4105 -U< 0,8 v [Jar [Jrr1 [JFR2 [JFR3 []s8 [Joe []ssp [Jnsp [cer [Jre1 [JFe2 [JFe3 WIFe+ [J161 []162
DE | AL183 VDE4105 - U>> -1,15 limit value
o 153
EN [AL183 VDE4105 -U>> -1,15 v [JaR [JFR1 [JFR2 [JFR3 []s8 [Joe [Jssp [Jnsp [cerT [Jre1 [JFe2 [JFe3 IFe+ [Ji61 (162
DE | AL184 VDE4105 - F< (47,5Hz) fimit value
v 184 -
EN | AL184 VDE4105 - F< (47,5Hz) a5 [] wv [JAR [ JFR1 [ |FR2 [ JFR3 [Is8 [ |pe [ /ssp [ nsD [ |ceT [ |re1 [ Fe2 [ |Fe3 ¥Ire+ [ 161 [ |62
DE | AL185 VDE4105 - F> (51,5H2) B
¥/ 185
BN (AL185 VDE#105 -F> (51,57%) [ swsoff) wv [Ja [Jeri [Jrrz Clers [lse [loee [Jsso [Insp [Jeer [Jrer [Jrez [Jres Wres [Jicr [liez
= 1“ E | AL136 VDE4105 - U (Qualitst) limit value
EN [AL186 VDE4105 - U (Quality) v [JAR [JFR1 [JFR2 [JFR3 []s8 [Joee [Jssp [Insp [cer [Jret [JFe2 [JFe3 WIFe+ [J161 []L62

If the limit value is exceeded or undercut, the alarm is signalled after the delay time has elapsed and
according to the alarm behaviour (see point 4.4.1). All alarms can be parameterized to a digital output.
The texts of the alarms cannot be changed because these alarms are linked to internal functional
sequences.

The VDE NA protection alarms are generated from the measured values at the generator voltage input.

Network protection

VDE 4105

Alarm text Description

AL181 The Network Protection Collective Alarm is affected by all alarms activated in the Network

VDE4105 - collective fault Protection tab. The collective alarm is assigned to two relays on the PM20 module. The relays
work in the quiescent current principle. One relay has an NC contact, the other has a NO
contact. Which relay is used depends on whether the mains protection is to act on the MCB or
the GCB.

AL182 VDE4105 - U< -0.8 The NA protection according to VDE4105 has the task of disconnecting the system from the

AL183 VDE4105 - U>> -1.15 mains in the evgnt of impermissible voltage and frequency values. _NA protection is active when

the corresponding alarms are unlocked. The alarms are set to fixed values. The only value

AL184 VDE4105 - F< (47.5Hz) | that can be set is the 10-minute average protection, which prevents the upper voltage limit
. : - 0 0 .

AL185 VDEA4105 - F> (51.5Hz) from being exceeded. It is adjustable between 110% and 115% of the rated voltage and is

generated in alarm 186.
AL186 VDE4105 i

U> (Voltage Quality)
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general | mains | generator

voltage/frequency | mains protection | current/power

[amsi] DE [AL189 Uberstrom » it value hysteresis delay time
¥ 189 50 7 7 s bl AR FR1 FR2 FR3 B DEE SSD [ NSD o1 FG1 FG2 FG3 FG4 LG1 LG2
21 e [aLtss overaurrent > 300 % 5 1% 3 3,055

[awsi]  AL190 Uberstrom »>

180
150] 100 overcurrent >

ansi]  DE [AL1910 i time multiplicator
¥ 191 | gq e = mv AR FR1 FR2 FR3 sB DEE 55D NSD |+ cBT FG1 FG2 FG3 FG4 LG1 LG2
L 1 EN | AL131 Overcurrent time protection IEC - long time inverse s 3,20 |&

DE | AL152 Uberstrom VDEQ 100-718 limit value
EN [AL182 Overcurrent VDEQ100-718 110 %

ansi|  AL193Erdstrom >

193
50N AL193 Earth current >

| AL194Erdstrom >

194
SON| 51164 Earth curent >
[awa]  DE [ALI97 Leistung > limit value hysteresis delay time
¥ 197 |3 = = = mv [Jar [JFR1 [JFR2 [FR3 [ |8 [|DEE [ |ssp [ InsD [ BT [|Fe1 [ FG2 [ IFG3 [ |FG4 [ |11 [ |LG2
22l e [aL197 Power > 115% 3 2% |3 15,05 [
[ansi] DE |AL198 Leistung >> limit value hysteresis delay time
¥ 198 |35 = = = mv [Jar [JFR1 [JFPR2 [FR3 [ |8 [|DEE [ |ssp [ INsD W/ BT [|Fe1 [ FG2 [ IFG3 [ |FG4 [ |11 [ |1G2
221 e [aL198 Power >> 120% 3 2% (% 508 [T
[ansi| DE [AL199 Riickeistung > imit value hysteresis delay time
¥ 199 |35 - - - mv [ ]ar [JFR1 [JFR2 [ |FR3 [ |sB [ |DEE [ |ssp [ |nsD ¥ cBT [ |Fe1 [ (FG2 [ |FG3 [ |FG4 [ |11 [ |LG2
B 1 EN | AL199 Reverse power > 5% - 2% |+ 10,05 [+
[ansi| DE |AL200 Rickeistung >> limit value hysteresis delay time
¥ 200 | 35 = = = NV AR FR1 FR2 FR3 SB DEE 55D NsD ¥ ceT FG1 FG2 FG3 FG4 LG1 LG2
122 BN [ AL200 Reverse power >> -10% [T 2% % 0,25 %
AL201 Scheinleistung >
201
AL201 Apparent pawer >
AL202 Scheirleistung >>
202

AL202 Apparent power >3>

[ansi] AL203Blindleistung >

203
40 AL203 Reactive power >
I 1 AL204Biindleistung »>
i

204 40
L 1 AL204 Reactive power >>
Cawsi]  DE [AL205 Schieflast limit value hysteresis delay tine

¥ 205 | 45 < < < mv [Jar [JFR1 [ FR2 [ |FR3 [IsB [ |pEE [ ssD [ INsD W ceT [ |Fe1 [ IFG2 [ |FG3 [ IFG4 [ |LGL [ |LG2

- 4 EN |AL205 Unbalanced load 30% [& 2% [ 10,05 [+

If the limit value is exceeded or undercut, after the delay time has elapsed and according to the alarm
behaviour (see point 4.4.1) to signal the alarm. All alarms can be parameterized to a digital output. The
texts of the alarms cannot be changed because these alarms are linked to internal functional sequences.

The GECO20's power protection function monitors the current in 3-phase mains. The current measurement
is carried out as a simultaneous 3-phase sampling and is a real RMS value measurement. The current
measuring circuits and the supply voltage are galvanically isolated from each other and from the measuring
electronics. This excludes any influence, e.g. by ground loops. This means that direct current measurement
- even without a current transformer - is possible in the nominal current range of up to 5 A. The limit refers
to the set generator rated current.

Current
Alarm text Description
AL189 Overcurrent > If the current exceeds the limit value in a phase, the alarm is triggered.

AL190 Overcurrent >>

AL191  Overcurrent  time | According to the selected ANSI or IEC curves and the set time multiplier, the tripping takes

protection place with a time delay depending on the overcurrent.
AL192 The GECO20 compact automatic system meets the requirements of DIN VDE 0108 and DIN
Overcurrent VDE100-718 VDE 0100-718 (Construction of low-voltage systems / Requirements for business premises,

rooms and systems of a special kind - Part 718: Structural installations for gatherings of
people), according to which 110% of the rated current may be delivered within a 12-hour
interval for a maximum of 60 minutes.

AL193 Earth current > If the ground current exceeds the set limit, the alarm is set.

AL194 Earth current >> If the ground current exceeds the set limit, the alarm is set.

Version/Date: 07 / 24.09.2026 / SCO
GECO20_Description_Version07.docx7 Side: 54 from 113



Compact automatic
User manual

Hanseatic
Power
e Solutions

Power

Alarm text

Description

AL197 Power >
AL198 Power >>

AL199 Reverse power >

AL200 Reverse power >>

AL201 apparent power >

AL202 Apparent power >>

AL203 Reactive power >

AL204 Reactive power >>

Monitoring of performance values.

AL205 Unbalanced load

The threshold entered refers to the rated power. The deviation of the individual strand outputs
may not exceed this amount.

4.5.3.1 IEC characteristic curves
tls] IEC - Normal Inverse tls] IEC - Very Inverse
100,000 - 100,000 4
10,000 4 T 10,000 -
E 3,20 E
] 1,60 ] Tp
4 4 3,20
0,80
1,000 E 0,40 1,000 E 1,60
1 E 0,80
0,20 ]
7 0,40
0,10 1
0,20
0,100 4 0,05 0,100 4
] ] 0,10
0,05
0,010 | ! 0,010 ! i !
1 10 I/1p 1 10 I/lp
014 13,5

t=tripping time / tp=time multiplier / i= current actual value / ip=nominal current
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tls] IEC - Extremely Inverse tls] IEC - Long Time Inverse
100,000 3 100,000 3
] ] »
g g 3,20
10,000 4 10,000 § 1,60
0,80
i i 0,40
0,20
1,000 4 - 1,000 4
E 3,20 E 0,10
i 1,60 i 0,05
| 0,80 |
0,100 4 0,100 4
3 0,40 1
] 0,20 1
4 010 i
0,010 ! . 0,05 0,010 ! . ! |
1 10 1/1p 1 10 I/1p
= o o120
TV =y
() -1 (7)-1
t=tripping time / tp=time multiplier / i= current actual value / ip=nominal current
4.5.3.2 ANSI characteristics
tls] ANSI - Inverse tls] ANSI - Short inverse
100,000 3 100,000 3
10,000 E 10,000 3
| |
4 15,0 b
4 10,0 7
1,000 4 5.0 1,000 4
5 5 Tp
] ] 15,0
B 2,0 B 10,0
i 1.0 i 5.0
0,100 4 0.5 0,100 4
] ] 2,0
] ] 10
| 4 0,5
0,010 | — ! 0,010 ! — !
1 10 1/1p 1 10 I/1p

8,9341 2605
L= (1207935 + n,17%s> p t= (112%"+ 0,03393) Tp
F -1 o

t=tripping time / tp=time multiplier / i= current actual value / ip=nominal current
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tls] ANSI - Long inverse tls] ANSI - Moderately inverse
100,000 3 100,000 3
&TD
] 15,0 ]
10,0
5.0
10,000 1 10,000
1 20 1
7 7 Tp
1 1,0 7 15,0
1 1 10,0
0,5
1,000 E 1,000 E 50
E 2,0
1 1,0
0,100 E 0,100 3 05
0,010 | NN . - | 0,010 | NN . - |
1 10 1/1p 1 10 I/1p
5,6143 0,0103
=| T+ 218592 |Tp t= (IT+0,0228>T;:
() -1 @ -
t=tripping time / tp=time multiplier / i= current actual value / ip=nominal current
U] ANSI - Very inverse ts] ANSI - Extremely inverse
100,000 E 100,000 4
10,000 E 10,000 3
4 Tp 4
15,0
1,000 4 10,0 1,000 4
3 Tp
1 5.0 ] 15,0
: : 10,0
i 2,0 i 50
0,100 o 10 0,100 o
i i 2,0
0.5 ]
i 1,0
7 0,5
0,010 | — | 0,010 | — |
1 10 I/lp 1 10 I/lp

t 3,22 +0,0982 |T,
= ! P
r 2
=
() 1

)

( 5,64
t=
!

()

P

+0,0243) Tp
1

t=tripping time / tp=time multiplier / i= current actual value / ip=nominal current
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tls] ANSI - Definite inverse
100,000 5
10,000
E Tp
4 15,0
4 10,0
1,000 1 50
2,0
1.0
0,100 0.5
0,010 | !
1 10 1/1p

0,4797 o
t=| s+ 021359 | 7p
() -t

t=tripping time / tp=time multiplier / i= current actual value / ip=nominal current
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4.6 Times

HOME = MODULES | SYN | ALARMSEXT = ALARMSINT | TIMES | CONTROLLER | CANBUS | LOAD/ICOSPHIBUS | SWITCHING POINTS | VDE/BDEW | LOGIC | LED |

For certain functional sequences, it is important to adapt the times to the corresponding use case. Under
the "Times" tab, a variety of parameters are available that can be changed.

basic settings | advanced settings 1 (_advanced settings 2

Basic settings

basic settings (_advanced settings 1 dvanced settings 2 } MG transfer time E
basic settings dvanced settings 1 1 advanced settings 2 1
[+]
star delay L 1esf faul elease 1  susp gen cb of delay T
stater on T ot release 2 [ ssf Cortrallerreset L aesf
[&] [&]
coaling down normal 18008 E unloading time 60.0S 5 battery change 2 ﬂ
. [a] 5 [a]
cooling down sprinkler 600.0 8 E ) 2 G 4 ]
pregloving [ easf mains impuis delay . ensf
[=]
stop time 20085 = =
buzzsr of 2005 3] gen off prongtion T
[=]
retransfer time 60.05
[~] start up syn. max. time 1508 g mains off prolongation E
[=]
mains voltege faiure detection | 2083 start up syn. deexcitation . 208 LIMA delay [ ussl3
ramp for unloading E start up syn. particial excitation g HOME display 600,05 a

Start delay

In the event of a network failure, the "mains off prolongation" and the "start delay".

Starter on

The output "Starter" is set.

Starter pause

Time between launch attempts.

Cooling down normal

After the downshift has been completed, the unit runs without load.

Cooling down sprinkler

After switching back in sprinkler mode, the unit runs without load. The "Sprinkler recooling
time" is added to the "Normal recooling time".

Stop time

After the unit has been detected to be at a standstill, the output remains controlled for this time.

Retransfer time

When the mains returns until the MCB is switched on again.

Mains voltage failure detection

The mains voltage must have failed for this time in order for a mains failure to be detected.

Ramp for unloading

The generator is linearly relieved in the set time window.

Advanced settings 1

Alarm reset delay

In the case of non-active alarms, a reset is only possible after the time has elapsed.

Fault release delay 1

Delay time for monitoring fault messages. Time is running out from "Operation".

Fault release delay 2

Delay time for monitoring fault messages. Time is running out from "GCB On".

Fault release delay 3

Delay time for monitoring fault messages. Time runs out from "MCB ON" or "GCB ON".

Unloading time

If the generator is not relieved within this time, the GCB will still be switched off.

Start preparing

Start command is delayed by this time. Time can be set to 0 with the DE "Start preparation
completed".

Preglowing The start command is delayed by the preheating time. The preheating function can be
assigned to a digital output.
Buzzer off Horn is automatically switched off after the time has elapsed.

Start up syn. max. time

After the release of the ramp-up syn. the corresponding functions are active for this time.

Start up syn. deexcitation

When activated, the relay remains energized for the set time.

Start up syn.
particial excitation

When activated, the relay remains energized for the set time.
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Advanced settings 2

M/G Transfer time

With N/G controllers, the time runs from switch selection to the message "Switch ready".

(Generator undervoltage)

GCB on delay Refers to the operating values. The voltage must have exceeded the limit value for the set
(Generator voltage) time so that the voltage is recognized as "present” for the internal functional sequences.
GCB off delay Refers to the operating values. The voltage must have fallen below the limit value for the set

time so that the voltage is recognized as "failed" for the internal functional sequences.

Controller reset

In the case of a voltage or speed controller reset, the output remains set for this time.

Battery change 1

Switching gap between two sets of batteries.

Battery change 2

Switching gap between two sets of batteries.

GCB impulse delay

Time between the "Ready" switch and the "On" switch. Not in syn mode.

MCB impulse delay

Time between the "Ready" switch and the "On" switch. Not in syn mode.

GCB off prolongation

If the switch is deselected, the switch can only be selected again after the time has elapsed.
If the switch feedback fails, the "GCB Ready" output is deactivated and only set again after the
time has elapsed. Then the switch is switched on again via the input "GCB On". If the time is
set to "0", if the switch feedback fails, the output "GCB Ready" remains set and the switch is
switched on again via the "GCB On".

MCB off prolongation

If the switch is deselected, the switch can only be selected again after the time has elapsed.
If the switch feedback fails, the output is set to * MCB Off" and only deactivated again after the
time has elapsed. Then the switch is switched on again via the input " MCB On". If the time is
set to "0", if the switch feedback fails, the " MCB Ready" output remains deactivated, and the
switch is switched on again via the " MCB On".

LIMA delay When the ignition speed is reached, the starter is deactivated. If the detection comes too early,
it can be delayed to ensure a safe start of the engine.
HOME display The time after which the main image is automatically displayed again if a different menu was

selected and no more touch of the touchscreen took place.
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4.7 Controller

HOME | MODULES | SYN | ALARMSEXT | ALARMSINT | TIMES | CONTROLLER | CANBUS | LOAD/COSPHIBUS | SWITCHING POINTS | VDEBDEW | LOGIC | LED |

The settings of the controller characteristic are made on the GTP20 (see point 6.14). The set values can
be read out and stored with the parameter software. When transferring the parameter data, the values set
on the GTP20 are not overwritten. However, it is possible to overwrite the values stored in the GTP20 with
the parameter software. To do this, the function [1] "Override controller parameters" must be activated.
There are separate settings for each operating state.

The setting values are only displayed on the GTP20 if the corresponding control is parameterized to an
analog output or to a digital output.

4.7.1 PID-T1 Controller

PID-T1 controller | pulse controller ] electronic potentiometer

C@e controller parameters
[1] Kp 1 dead zone release delay

Ti Td T
island operation frequency | 300 B[ 2008 ooesPH|[  e2sfH| ooscyE[ oosf
synchronization operation frequency [ 3.00 [ 2005} ooosP[  o2sH[ ooocy|  oos}
mains parallel operation  power | 100 [ 2000s[H[ oo0sE|  o02s[H[ 1%l  oosH
generator parallel operation power | 300 2| 20083 ooesPH|[  e2sfH| 0% oosf

overwrite controller parameters

Kp d 1 dead zone release delay

300 B[ 200sP[ ooesPH[  e2sfH( 0%  oos}
300 F[ 20083 ooesfH|[  e2sfH| oo%fE[  oosf
100 [ 2o00s| ooosP[  o2sP[ 10%[H[  oosl
300 B[ 200sP| ooesPH|[  e2sfH| 0%  oosi

island operation voltage

synchronization operation voltage

mains parallel operation  cos phi

generator parallel operation cos phi

The settings for the PID-T1 controller determine the control characteristics of the GECO20. Different
parameters can be entered for the operating states of island operation, synchronization operation,
generator parallel operation and mains parallel operation. The output is done according to the size to be
controlled via the analog outputs. There are two controllers available. One controller is responsible for
frequency / power regulation, the second is responsible for voltage / Cos Phi regulation.

D-Component
<
Q
%
)
£
e

P-Component

."T1~Comp0nent

. 4
. 4

Input step Step response
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PID-T1 controller

Kp Proportional Coefficient i The jump response follows the path of the input signal. Only the
amplitude changes.

Ti Integration Time i Control time required by the output to reach the height of the rule size jump
at the input.

Td Differentiation Time 1 An input jump causes an impulse at the output.

T1 Delay time to delay the drop of the signal. Reduces oscillation tendency.

Dead zone Within the dead zone, there is only a regulation with P content.

Release delay The time that elapses after entering a new mode of operation before the regulation begins.

4.7.2 Pulse controller

PID-T1 controller

pulse controller ‘ electronic potentiometer

erwrite controller parameters - .
Ck 3 I pulse controller characteristics
[1] boosting pulse lenght dead zone pulse lenght
istand operation frequency [ 50 Impin [2] [ 025 [5) [ o01cv ) 300 e R S e 01
{ e
synchronization operation frequency [1[”3 Imp/Min H[ 028 '%H 0.01CY H 275 .‘"I : /’/"
- = —— = = /(500 25t ~1
mains parallel operation  power [ 50 Imp/Min Hl 025 H[ 1% H 250 ’ s /,/ 208
f -
overwrite controller parameters 225 / It j/'/
boosting pulse lenght dead zone .‘" ,/ -
island operation voltage [ 50 Imp/Min Hl 025 H[ 5% ¥ { /1 tion from pets2 1o perr gned
ry ] = 175 # =
synchronization operation voltage [1[”3 Imp/Min H[ 028 H[ 0% H B // - ol
-
. = = = 150 - 02
mains parallel operation cos phi [ 40 Imp/Min Hl 025 H[ 1% H ! 4 /’ }.-/
” 160
125 ¢ - o
// -
100  — B — e 03
-
-
75 p - e 04
> A (U
50| ¢ # /,-’ e
R e
A
25 1/, e
Foaiee el
4 8 12 16 20 24 28 32 36 40 44 48 52 56 60 Ain%
02 04 06 08 10 12 14 16 18 20 22 24 26 28 30Aincy

The impulse controller influences the control behavior of the GECO20 at the respective outputs. Different
parameters can be entered for the operating states of island operation, synchronization operation and
parallel operation. The output is made according to the size to be controlled via the digital outputs 'RPM
lower', 'RPM higher', 'Voltage lower' and 'Voltage higher'.

In the case of the pulse controllers, characteristic curves are shown for different settings, at which deviation
how many pulses are output and when a continuous pulse occurs.

Pulse controller

Boosting Depending on the set gain, more pulses per minute are output as the control deviation
increases. As the number of pulses increases, the pause time between pulses decreases. If the
pause time is less than the set pulse length, a continuous signal is output.

Pulse length The length of the pulses always corresponds to the value entered.

Dead zone Within the dead zone, the regulation is disabled.
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4.7.3 Electronic potentiometer

PID-T1 controller ] pulse controller | electronic patentiometer ‘

CMCDHHD”E[ parameters
[1] offset mp

deviation +/- ramp
frequency [ power [ 10,00 |,H 0,0V '%I[ 108 }%]

overwrite controller parameters

deviation +/- offset mp

ramp
voltage / cos phi [ 200vB[ 3svBE[  1w0sH

The adjustment speed at the analog output depends on the settings in the pulse controller and on the ramp

time in the electronic potentiometer.

Electronic

potentiometer

Deviation +/- Control range of the start and end points calculated on the set offset.

Offset Center of the control area.

Ramp Throughput time of the entire control range, if a continuous pulse is generated according to the
settings of the pulse controller due to the deviations. The same applies if a digital input with
speed or voltage adjustment is set.
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4.8 CAN BUS

HOME = MODULES | SYN | ALARMS EXT | ALARMSINT | TIMES | CONTROLLER

Volvo EMS2 x : CANWerte | AL301-316 | AL317-332 | AL333-348 | AL349-364 | AL366370 |
ECU - Lock write ¥ AIN01 Engine speed
¥ AIN 02 Coolant temperature AT =
CANADRGTP |17 ¥ AIN 03 Qil pressure HLUE -
AIN19 -
CAN ADR enging |0 AINO4 - AT -
¥ AIN 05 Coolant level
¥ AIN06 Battery voit ANzt
attery voltage AT -
¥ DROOP mode active AINOT - AIN23 -
¥ AIN 08 Accelerator pedal position 1
| Sprinkler Protection override MR [P AIN 24 -
Checksum / Counter active A4
¥ AIN 09 Total engine hours AIN25 -
AIN1O - AIN26 -
¥ AIN11  Fuel rate AIN2T -
AIN12 - AIN28 -
AIN13 - AIN29 -
AIN14 - AIN30 -
AIN15 - AN -
AIN16 - AIN32 -
4
limit value hysteresis delay time
AIN 01 < [t600rpm 2| opm [ 00s%
AIN 02 < [ o3| 0'c s 00s[f
AIN 03 <x | so0bar [ 000bar 2| 0052
AIN 04 < [o0oc[EH[ oocE|  00s
AIN 05 < [ e0%fH 0w 00sE
Volvo EMS2 x

ECU - Lock write

CANADR GTP |17
CAM ADR engine |0

¥ DROOP mode active
| Sprinkler Protection override

Checksum / Counter active

4

BIND1 Wa

CANBUS | LOAD/COSPHIBUS | SWITCHING POINTS | VDEBDEW | LOGIC | LED |

ter in fuel indicator

¥ BIN02 Engine running

BINO3 -
BIND4 -
BIND5 -
BINOE -
BINOT -
BINO8 -

Nl

¥ BOUT 01  Engine start command
¥ BOUT 02 Engine stop command

¥ BOUT 03 DR

OOP mode active

¥ BOUT 04  Sprinkler Protection override

BOUT 05 -
¥ AOUT 01 Accelerator pedal position
AOUTO02 -
AOUT 03
limit value hysteresis delay time

1400 rpm [3] |

opm 5[ 008E

[

B oct|  oos[f
[ zoobar [ co0bar (2| 0052
[ mocl[ oo o0s
[ 0% 0wl 00sE

The pull-down menu can be used to select the required

motor communication.

"ECU T Lock write" prevents data from being sent from
the GECO20 to the engine controller.

When the desired motor controller is selected, the
standard addressing is automatically adopted. The

addresses can be changed.

Further control commands can be selected depending
on the engine communication and can be activated

here.

The CAN BUS interface is available as standard in the GECO20. The connections are located on the
COM20 module. To activate settings for the CAN BUS, the pairing must be activated under "HOME".

For each engine, different analog and digital signals are available according to the ECU used, which come
from the engine or are sent to the engine. These values are automatically switched when the engine type
is selected and displayed on the GTP20. Fault messages coming from the engine are displayed on the

GTP20 and processed according to the fault message coding.
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48.1 CAN values
CAN Werte AL301-316 | AL317-332 | AL333-348 AL349-364 | AL366-370 )
ST o A pre-selected selection of analog values read from the
< AN 02 Coolant tompraiuro . engine control system are enabled as standard for
Ao - display in the GTP20
AIND4 - - .
¥ AIN 05 Coolant level GLE) = . )
AINO5  Battery volage e Further values can be activated and thus displayed.
AINOT - ) . .
¥ AIN 0B Accalertorpedal positn 1 o The available values are displayed according to the
‘ selected motor type. These can be selected as to
¥ AIN 09 Total engine hours AIN25 - 1
gy eters e whether they should be displayed.
¥ AIN 11 Fuel rate AIN 2T -
AIN12 - AIN 28 -
AIN13 - AIN29 -
AIN14 - AIN30 -
AIN15 - AIN 31 -
AIN16 - AIN 32 -
‘ A pre-selected selection of digital values read from the
i engine control unit are enabled as standard for
oo - display in the GTP20.
- Further values can be activated and thus displayed.
onos A pre-selection is also active for the values sent by
v the GECO20 to the motor control system and can be
Z00UT iz Enghe s o expanded.
¥ BOUT 03 DROOP mode active . . .
ZBOUTH S P armide A maximum of 8 binary values can be displayed and
AOUY 01 Accstrtor pedel postion processed. 5 binary and 3 analog can be transmitted.
AOUT 02 -
AOUT 03 -
7
limit value hysteresis delay time limit value hysteresis delay time
AIN 01 < [ t600mm [ omem[EH[ 0052 x [100mpm 2| ompm[EH[ 0052
AIN 02 < [ o[ o[ o0sE x [ ez o[ o0sE
AIN 03 ax [ s00bar 2| ooobar[AH[  00s 2 >x [ z00bar 2| ooobar[f[ 00s 2
AIN 04 ax [ w00c 2| oocl[  o0s2 >x [ 7m0t ool o0s
AIN 05 < [ e00% iz 00w oo0sE X [ a0% 3| oomfE[ oo0s

For the five analogue values AINO1-AINO5, two limit values for under- or exceeding can be formed,
provided that these are available on the ECU and are read. These limit values can be parameterized to
digital outputs or processed in logic.
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4.8.2 CAN Alarms

CAN Werte | AL301-316 | AL317-332 | AL333-348 | AL349-364 } AL366-370 }

DE | AL301 Gelbalarm delay time
¥ 301 =
EN | AL301 Amber warning lamp ﬂ mv [ |ar [ |FRt [ (FR2 [ |FR3 [ |sB [ /DEE [ ssp [ INsD | lceT | (FGt [ |FG2 [ |FG3 [ |FG4 [ 161 [ |LG2
DE | AL302 Rotalarm delay time
¥ 302 =
EN | AL302 Red stop lamp 0,05 [+ mv [ |ar [ |FRt [ FR2 | |FR3 [ |sB [ |DEE | |ssD ¥INsD | |ceT | (FGt [ |FG2 [ |FG3 [ |FG4 | 161 [ |LG2
DE | AL303 Kilhlwasserdruck delay time
¥ 303 =
EN | AL303 Coolant water pressure mv [Jar [IF1 [FR2 [|FR3 [ |sB [ /Dee [Issp [ IwnsD [ lceT [ (Fe1 [ |FG2 [ |Fe3 [ |Fe4 [ |L161 [ |LG2
DE | AL304 Gaspedalstellung in Prozent delay time
¥ 304 =
EN | AL304Percent accelerator pedal position mv [Jar [IF1 [FR2 [|FR3 [ |sB [ /Dee [Issp [ IwnsD [ lceT [ (Fe1 [ |FG2 [ |Fe3 [ |Fe4 [ |L161 [ |LG2

Depending on the motor controller selected, up to 64 alarms can be read and displayed by the motor.

A preselection is already activated in the standard and may have to be adjusted. The fault messages
coming from the engine are displayed on the GTP20 and processed according to the fault message coding
and logged in the fault message memory. Alarms 366-370 can be formed as limits of the analog values
AINO1-AINO5 coming from the engine and displayed on the GTP20.

4.9 Power/ Cos Phi Bus

HOME | MODULES | SYN | ALARMS EXT | ALARMSINT | TIMES | CONTROLLER | CANBUS = LOAD/COSPHIBUS | SWITCHING POINTS | VDE/BDEW | LOGIC | LED |

options | function keys

CAN BUS terface The power and Cos Phi control via the BUS is

activated under the "Options".

¥ load and cos phi adjustment via BUS automatic pllu@ Th . . . . .
reis th ion iv matic pil
%ﬁr@m ere Is the option to deactivate automatic pilot

selection. The pilot is selected via the digital input
"Initial Activation Clearance/Pilot".

I The ID on the panel must be set before commissioning Il Setting the number of units connected to each other
number of engines [ 2 [ via the BUS. The ID can be only on the tableau in the

menu "BUS Settings Controller”". See point 6.15

DE | AL119 Leistung/CosPhi Busfehler delay time
¥ 119

5
E
>
n
=
B
=
i
&
=
A
fry
B
=1
m
m
e
@
=}
=
o
=}
g
o
@
o
I
"
=
ol
o
@
®
o
o
4

EN | AL119 Load/CosPhi Bus fault 1,05

=D DE | AL120 Leistung/CosPhi Busteiln, fehlt delay time
N | AL120 Load/CosPhi Bus particip. missing E bl AR FR1 FR2 | FR3 B DEE sso | | NSD BT [ |FG1 FG2 [ | Fe3 FG4 [ |LG1 LG2

m

Two alarms are available to monitor bus communication. Alarm 119 reports a basic bus error and alarm
120 a missing subscriber.
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49.1 Load -dependent disconnection/disconnection

options | function keys

CAN BUS interface

In addition to the power and Cos Phi control via the
BUS, the load-dependent disconnection/activation of
automatic pilot selection deactivated units can be selected.

| load and cos phi adjustment via BUS

¥ Load dependent switch on/off

There is no option to deactivate automatic pilot
selection.

I The ID on the panel must be set bef issioning I . .
F L o e S R Setting the number of units connected to each other

number o engines | 2 |3 via the BUS. The ID can be only on the tableau in the
menu "BUS Settings Controller". See point 6.15

DE | AL119 Leistung/CosPhi Busfehler delay time

m

v 119 =
N | AL119 Load/CosPhi Bus fault | 1esfE ™ [JAR [JFR1 [|FR2 [|FR3 []s8 [Ipee [|ssbo [Insp [Jcer [IFGt [|Fe2 [|Fe3 [IFG4 [ 161 []LG2

DE | AL120 Leistung/CosPhi Bustein, fehlt delay time

¥ 120
N | AL120 Load,CosPhi Bus partidp. missing

INV AR FR1 FR2 FR3 SB DEE 550 NSD CET FG1 FG2 FG3 FG4 LG1 LG2

m
KIC)

Two alarms are available to monitor bus communication. Alarm 119 reports a basic bus error and alarm
120 a missing subscriber.

Load dependent switch on/off o

starting order by

limit value delay time
engines for base load [ ! H deselection << [ 20 % }%H 1,08 I%]
engines switch onfoff [ 1 5] | dosetection < [ 0% [+ | 1005 [Z]
LAAZA delaytime [ 10 MIN H selection > [ 80 % }%H 10,08 '%]
enau=lchazell vl [ OMN [2]] | cotection > [ 90% 2| 105 [2]

Start order by: The order in which the gensets are switched off or on. There are two criteria to choose from.
By ID or operating hours.

Aggregates Base Load: Number of aggregates running at least.

Aggregate selection: Number of aggregates that are switched off or on when the limit value is exceeded
or undercut.

LAAZA delay time: After this time, the load-dependent shutdown and activation is active. The time starts
when the first unit has taken over the pilot function. This time can be shortened via the digital input "LAAZA
preparation completed".

Engine change by time: After the set time has elapsed, the unit is changed. This ensures uniform running
times of the units. If the number of aggregates participating in the load balancing is greater than the
number set under "Aggregates Base Load", the timer will be stopped. If you enter "0", this function is
deactivated.

There are two limit values for the deactivation and activation of the gensets.
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4.10 Switching points

HOME | MODULES = SYN | ALARMSEXT | ALARMSINT | TIMES | CONTROLLER | CANBUS | LOAD/COSPH BUS | SWITCHING POINTS | VDE/BDEW | LOGIC | LED |

- limit value hysteresis delay time switching behavior . . . .
EIETE| o v [ sEes o« A t.otal of 16 switching points are available, each_ of
Power % which can be used to monitor a selected electrical
Power KW limit value hysteresis delay time switching behavior . . . ..
— B[ %[ sEes o quantity for falling below or exceeding a set limit. Each
urert 2% ' - — switching point can be assigned to a digital output
Current average % e hysteresis delay time switching behaiot and/OI’ processed |n |Og|C fUﬂCthﬂS
COS PHI
Generator voltage L1 % | 0 e hysteresis delay time switching behavior
Generator voltage L2 %
Generator voltage L3 %
f;";;jfg"é;ffjf N
Mains voltage L2 %
Mains voltage L3 % limit value hysteresis delay time switching behavior
Mains frequency
switching point 7 limit value hysteresis delay time switching behavior
switching point & limit value hysteresis delay time switching behavior

411 VDE/BDEW

HOME | MODULES | SYN | ALARMSEXT | ALARMSINT | TMES | CONTROLLER | CANBUS | LOAD/COSPHIBUS | SWITCHING POINTS =~ VDE/BDEW | LOGIC | LED |

external power reduction

standby connect mode mains voltage A selection of features required by VDE4105 or BDEW.
active power reduction in case of overfrequency

performance-based cos phi regulation

dynamic mains support

4.11.1 External power reduction

external power reduction

E j digital inputs level 1 level 2 level 3 specification via analog input
BDEW — — — "y
4105 60 % 2| 0% |2 0% 2 [No =
4 123 DE | AL 123 VDE4105 Leistungsreduzier. gestd delay time
EN | AL123 VDE4105 Power reduction fault 300,05 a mv [ (AR [ IFR1 [ IFR2 [ |FR3 [ |58 [ |pEE [ |ssp [ msD [ lcsT [IFGt [ [FG2 [ |FG3 | [FG4 [ [LG1 | |1G2

In mains parallel operation, the mains operator can be required to reduce external power. This is done as
a setpoint in stages or stepless. The steps can be freely parameterized via three digital inputs or
continuously selected via the analog inputs AIO5 to Al10. The set percentage values indicate the active
power output to which is reduced. The digital inputs can be controlled either with a continuous signal or via
a pulse. If the setpoints are entered via pulses, a fourth digital input must be assigned the reset. The
system can run at 100% of its power again when the reset is set or there is no longer a continuous signal.
If the power reduction is carried out as a continuous signal, the smallest selected level is always set. The
analog input can be assigned a -10 to +10VDC signal. The input signal can be scaled freely. If the specified
target value is not reached within five minutes, the alarm 123 is triggered.

Note: The setpoint set internally on the Tableau (GTP20) should be above the highest level, if applicable.

Version/Date: 07 / 24.09.2026 / SCO
GECO20_Description_Version07.docx7 Side: 68 from 113



Hanseatic
Power

Compact automatic e Solutions

User manual

4.11.2 Standby connect mode mains voltage

standby connect mode mains voltage

E j standby switching voltage < |85 % + 605 [+ standby switching frequency < | 47,50 CY + 608 [5

BOEW

4108 = o =
standby switching voltage > | 110 % = 6,05 [+ standby switching frequency > | 50,05 CY = 6.0S 5

Function must be activated. If the function is not to be enabled in principle, it can be blocked via a
correspondingly parameterized digital input.

Connection to the mains only takes place if the mains voltage and the mains frequency are within certain
tolerance ranges. These areas differ in the VDE4105 and the BDEW.

VDE4105 i Switching on or back on is only permitted if the mains voltage is between 85% and 110% of
the nominal voltage and the frequency is between 47.5Hz and 50.05Hz. The mesh must be within these
tolerances for a period of at least 60 seconds.

BDEW i Switching on or back on is only permitted if the mains voltage is at least 95% of the nominal
voltage and the frequency is between 47.5Hz and 50.05Hz.

The activation release can be parameterized to a digital output. The contact can be used as a normally
closed or normally closed contact. If the voltage and/or frequency ranges are left for a maximum period of
three seconds, a reconnection may already take place if the tolerance ranges are maintained continuously
for only five seconds. As long as the readiness to switch on is not released, the "mains voltage available"
LED flashes.

4.11.3 Active power reduction in  case of overfrequency

active power reduction in case of overfrequency

50,05 50,20 Cy.
= . o [~ . I
stop value (only BDEW) | 50,05 CY = | power reduction 40 % |5 currently active power / Cy e 'f Power reduction
4108 | BOEW L 2P
- 40% R,/ Cy
start value 50,20 CY = | power increase 10 % [+ max. active power / min. AP - VDE4105
P, = Currently available power = BDEW

Function must be activated. There are differences between VDE4105 and BDEW in terms of functionality.

VDEA4105 - If the mains frequency rises above 50.2Hz in mains-parallel operation, the currently generated
active power is "frozen". As the frequency continues to rise, 40% of this "frozen" power per hertz is lowered
or increased when the frequency decreases again. In the frequency range between 50.2 Hz and 51.5 Hz,
the active power is constantly moving up and down the characteristic curve ("driving on the characteristic
curve"). If the mains frequency falls below the value of 50.2Hz again (set stop value to "OFF") and the set
point of the power is greater than the "frozen" active power, it is adjusted again to the set value in 10%
steps of the maximum active power per minute. The active power reduction is limited to 0%.

BDEW - If the mains frequency rises above 50.2Hz in mains-parallel operation, the currently generated
active power is "frozen". As the frequency continues to rise, 40% of this "frozen" power per hertz is reduced.
The active power may only be increasedagain when returning to a value
to 50.05 Hz). The gradient with which the active power may be increased to the set value is adjustable.
The active power reduction is limited to 0%.
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411.4

performance-based cos phi regulation

Performance -based cos phi regulation

Generating plant 5 3 68KWVA
COS ¢ -0,85 o +0,95
{no specification of the mains operator)

activation with digital input CGE;J‘E__@ ____________________
characteristic setting 5 7 1
= < T e L TE T
q 2
point 1 [ ossopr[Z 10% [3] : \
- rY o
oint 2 0,900 PF |5 90 % &
Joe | jooew | P [ | H ° H 1,00

-0.95

underexcited

-0.90

_____________________®,'.___

Generating plant 3,68K\VA bis 13,8KWA
COS ¥ -0,95to +0,95

Generating plant 2 13,8KWVA
COS ¥ -0,90to +0,90

This function is activated via a correspondingly parameterized digital input.

The Cos Phi setpoint changes from the inductive to the capacitive range depending on the increasing
active power. There are two adjustable points that determine the characteristic curve. The setting for the

control speed corresponds to the settings of the Cos Phi controller.

4.11.5

dynamic mains support

Dynamic mains support

activation with digital input
point 1 [ 0.0% 7| 0165 3 v Qe ) ® ®
104 +
point 2 [ 30,0% 3| 0155 [2] || s
point 3 70,0 % > 0155 = v
[ H [ H Disconnection from the mains.
point 4 [ 70.0% 3| 0708 [3 ||| 4%
= = 30%|
point & [ 90.0% 7| 1508 7] || .
point & [ 90.0% [ 3008 3 BT o= o o5
7122 DE | AL122 BDEW - U(t) Auslosung delay time
EN | AL122 BDEW - U(t) Fault TNV AR FR1 FR2 FR3 5B DEE 550 NSD FG1 FG2 FG3 FG4 LG1 LG2

This function is activated via a correspondingly parameterized digital input.

Dynamic mains support is used to maintain voltage in the event of voltage dips in the mains. For a certain
period of time after a fault in the mains, it is ensured that the connection to the mains is not disconnected.
If the voltage has not risen above the set amount again after a set time, the mains will be disconnected.
The voltage-time characteristic curve is to be determined via six points. Alarm 122 is used to monitor the

characteristic curve setting.
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412 Logic

HOME | MODULES | SYN | ALARMS EXT | ALARMSINT | TIMES | CONTROLLER | CAMBUS | LOAD/COSPHIEUS | SWITCHING POINTS | VDE/BDEW | LOGIC | LED |

LG1 | 1G2 | LG3 | LG4 | LG5 | LG6 | LGT | LG8 | LG3 | LG10 | LGM | LG12 | LG13 | LG14 | LGI5 | LG16 |

%i S= 5
ii e It =|
ii Sl 3
: e ;
{? e 3
: I onsEjor  sfn [ :

For the integration of logic functions into the control system of the GECO20, 80 logic modules and 16 timer
modules are available, which are divided into 16 logic groups. Each logic module can be assigned functions
according to the available selection list (AND, OR, ...). Four functions are available for the timers. Each
input can be linked to a function from the drop-down list. In addition, any function that has been switched
to a logic module can be negated. The outputs of the logic modules (M01-M80 & T1-T16) can be assigned
internal functions or linked to other logic modules via markers. In addition, the markers can be output via
digital outputs. Inputs and markers with the same function are linked "OR".

4.12.1 Logic building blocks

The following functions are available for the logic modules.

1 b This symbol can be used to negate the inputs.

In.1 | In.2 Output In. 1 In. 2 Output

4 & 0 0 0 4 & 0 0 1

— 0 1 0 D— 0 1 1

- 1 0 0 . 1 0 1

AND 1 1 1 NAND 1 1 0
In. 1 In. 2 Output In. 1 In. 2 Output

4 >1 0 0 0 4 =1 0 0 1

— 0 1 1 D— 0 1 0

- 1 0 1 - 1 0 0

OR 1 1 1 NOR 1 1 0
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— In.1 In. 2 Output — In. 1 In. 2 Output
4 =1 0 0 0 4 =1 0 0 1
— 0 1 1 D 0 1 0
1 0 1 -

XOR R R R XNOR 0
e Time stage: Delayed start =1 Time stage: Delayed release

IMP

t1

o~ Time stage: Impulse I~ el Time stage: Clock

Input area 0,0 s to 3200,0 s

1

I i Time stage: Clock

Input area 0 s to 32000 s

4.12.2 Information texts

In order to be able to describe functions or markers that have been programmed in the logic, a freely

writable text field can be activated via a checkbox.

@

Mo1 |- $]
Mo2 |- :]
Mo3 [ - 4]
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16 farm reports can be displayed on the tableau. The
window in which the messages are displayed on the
GTP20 can be selected via the main menu (Operation
Messages 6.7). The messages are linked to internal

4.13 LED messages via the drop-down menu. The text displayed
on the display is freely selectable. For the LEDs
displayed behind the messages, 15 different color
combinations can be selected, and the LEDs change
their state according to the setting with the rising or
falling edge.

Two additional operating messages can be displayed
on the start screen. The window in which the messages
are displayed appears next to the mains voltage
indicator once a function has been selected. The
messages are linked to internal messages via the drop-
down menu. The text displayed on the display is freely
selectable. For the LEDs displayed behind the
messages, 15 different color combinations can be
selected, and the LEDs change their state according to
the setting with the rising or falling edge.

HOME | MODULES 1 SYN ] ALARMS EXT | ALARMSINT | TIMES | CONTROLLER | CANBUS | LOAD/COSPHIBUS | SWITCHING POINTS | VDE/BDEW | LOGIC | LED

operating messages 1-16 | tableau ]

v

01 | MAINS VOLTAGE AVAILABLE (*) B ]

DE | U-Netz ’

EN = /T
Ld

02 | GENERATOR VOLTAGE AVAILABLE s ]

DE | U-Generator 9

EN = T
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operating messages 1-16 | tableau

01 | DEACTIVATE C.B. INTERLOCKING - ]

DE | Deactivate C.B. interlocking
EN

DE | Start blocking active
EN

02 | START BLOCKING ACTIVE - ]

Mains
50.0 Hz Deactivate C.B.
@ 400 V interlocking
(2) 400V .
Start blocking
(3 400v active
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5 Overview / Features GTP20

The GECO20 compact automatic transmission is operated directly with the help of the GTP20 touchscreen
unit. At the bottom and right edge of the touchscreen are buttons (soft buttons) for operating the system
and selecting functions and menus. Depending on the configuration of the system, the circuit breakers for
the mains and/or generator in HAND and TEST operating modes can also be controlled via corresponding
buttons.

51 Overview

The views shown below may differ depending on the system constellation, intended use and firmware
version of the respective device. The control and display elements are described using the example of the
'mains/generator’ variant to ensure completeness.

Hanseatic 30.06.2024 06:21:53
Power
® Solutions =

Measured values,
Functions,
Menu selection

Generator-/mains
circuit block,
Singleline

ains

50.0 Hz
Li: 400V
L2 400V
Ly d00v

Switch backin 37 Sek

Modes selection

Engi

Status LEDs
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5.2 Symbols and their functions

The symbols and pictograms in the buttons, as well as their function behind them, are explained in the

following table. With a simple touch of a finger, the information or function is called.

Symbol Symbol Function / Importance
inactive  active

-~

L4
.

>
-

to an output, it is activated.

\
¢

\
il

Selection of Synchronoscope

Selection of function keys

OBGO

Selection of fault message menu

standard display to the menu display.

HOME button 7 switch to the standard display

Selection of measurement menu

) >

Be| et
Of J=4 Jof el & |1 |1 ]11®

Selection Engine CAN-BUS Menu

Quit and Reset - Warning Fault Message

Quit and Reset i Shutdown Fault Message

Selection of the operating mode AUTO | engine is set

Q

Selection of the operating mode AUTO i engine running

Selection of the operating mode TEST i motor is stationary

&)

Selection of the operating mode TEST i engine running

STOP

Selecting the OFF operating mode

o [:]

Selection of operating mode HAND i Ready for manual start

Lamp test for the LEDs on the GTP20. If the Lamp Test function is parameterized

Menu selection - the button associated with this function is used to switch from the

Selection of operating mode HAND i motor running i ready for manual stop
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i : . Selecting the bus info

Selecting the date and time setting

Activates the screen lock to clean the display

Up button - the button connected to this function is used to scroll (up) through the
displays, or the menu items shown on the display.

Down button - the button associated with this function is used to scroll (down)
through the standard displays (screens 1-4), or the menu items shown on the

display.

:] Areas outlined in green symbolize input fields
Symbolizes an active function
@ Symbolizes an inactive function

Voltage measurement of the control and/or starter battery
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5.3 Generator / Mains switching block

v

Circuit breaker is off. There is no feedback from the counter.

Touch surface is only approved in the MAN and TEST operating modes to switch
the switches manually.

Circuit breaker is on. Feedback from the counter is pending.

Touch surface is only approved in the MAN and TEST operating modes to switch
the switches manually.

Engine stopped

. Engine running

Engine is running and there is a warning or shutdown fault message.

The LED (green) below the touch surface indicates whether the voltage is above
the set operating value.

A Important:

i The button 'Power switch ON / OFF' is only active in manual and test mode. Power switch release
and generator switch release are locked via software. However, these should also be locked
externally via NC contacts, as the internal software lock is released when synchronization is
initiated.

i The button 'Generator switch ON / OFF' is only active in manual or test mode and when the
generator voltage is present. Generator switch release and power switch release are locked via
software. However, generator and power switches must also be locked externally via NC
contacts, as the internal software lock is released during synchronization.
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54 GECO20 - Control Block

A
D) &

The buttons
reselection o

Key

- a0

&)

)

- G

/ buttons summarized in this group are used for direct control and operating modes -
f the compact automatic.

Description

By selecting the 'OFF' operating mode, the generator switch is switched off and the generator
set is stopped. In addition, a general power switch release is set, and - if the mains voltage is
available - it is also switched on.

The 'M' button (manual) is used to select manual operation. The controller does not react to a
power failure. Switching operations must be made manually using the buttons for power and
generator switches.

The 'M START' button is active after selecting the 'MAN' (manual) operating mode. It is used
to start the engine. The button must be pressed until the engine is running.

The 'M STOP' button is active in 'MAN' (manual) mode after the engine has been started. It is
used to shut down the unit.

This button is used to select the 'Test' operating mode. In this operating mode, the unit is
automatically started and monitored. The unit is idling. The buttons for power and generator
switches are active, so they can be turned on and off manually. If a mains failure is detected
during test operation, an automatic backup power supply is provided. After the mains return,
the switch to mains supply can be carried out either manually or via the 'automatic' operating
mode.

By selecting the 'AUTO' operating mode, the automatic operation of the respective control
system is initiated. In the case of mains generator control (NG), for example, the genset is
prepared for automatic starting. In the event of a mains fault, this causes automatic backup
power operation. The generator set is automatically started, the power switch release is lifted,
and the generator switch release is set. Connected consumers are supplied by the generator.
When the mains returns, the consumers are automatically switched back to the mains, and
the unit is stopped after a cooling phase.

Note: The remote start input can also be used for automatic starting, e.g. to implement a load
test or peak load operation (with or without synchronization).

The button is used to acknowledge and reset fault messages. In the event of a warning fault
message, the button will turn yellow, and in the event of a deactivating fault message, it will
turn red. The corresponding LED below this button also flashes in yellow or red. With the first
press of this button, the acoustic warning signal (horn) is switched off and the LED goes into
continuous light.

Once the fault has been resolved, a second press on the button causes the LED to go off, the
button to turn grey again and the fault message texts are no longer shown on the display.
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55 Status - LED

The eight LEDs below the touchscreen have specific functions associated with them, which are listed
below. The LEDs provide a quick overview of the actual status of the system, even if the screen of the
touch panel is darkened (screen saver).

LED LED Function / Importance
Text Color
OFF red Operating mode 'OFF' is selected

ONE green  Operating mode 'MAN' is selected
TEST green  Operating mode TEST' is selected
CAR green  Operating mode 'AUTO" is selected

yellow  Flashes/lights up yellow for warning alarms

ALARM )

red Flashes/lights up red when alarms are turned off
ECU green  There is an error-free CAN BUS connection to the motor control system.

red CAN BUS is unplugged or malfunctioning.
B/B green  The operating values of generator voltage and frequency were achieved.

red Generator voltage and frequency are outside the operating values.

Operation of the unit was detected. Flashes during the start sequence and then

RUN green

goes into continuous light.
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6 Operation GTP20

The GTP20 display and control unit features a high-resolution, touch-sensitive touchscreen display that
gives the user a quick overview of the device status and allows user-friendly control of inputs on the device.

The display output of the GTP20 is divided into different areas, the contents of which change depending
on the use of the device and the display mode. For example, the left half always contains the system
overview with the respective switch control, date and time, as well as the battery voltage measurement.
The right half shows the most important measured values of the generator and mains/busbar in the main
image, as well as status notes on the operating mode and expiring times. The right side is also used, for
example, to display function keys or the synchronoscope. At the bottom of the touchscreen, above the
status LEDs, are the buttons for switching operating modes, resetting and acknowledging fault messages
and direct access to the measured values and CAN BUS displays. On the right edge of the screen are
some buttons for quick access, lamp test and the main menu.

After switching on the compact automatic mode and then initializing, the main image is displayed on the

N
GTP20. The HOME button takes you back to this main image again and again.

6.1

HOME

Hanseatic
Power
® Solutions

30.08.2024 06:21:53

263

ool

Generator

50.0 Hz
L1 400V
L2 400V
L3 400V

20sn(s)

345KW

-0.80 LF
15 KW
116 KW
115 KW

13800

100 A
100 A
100A

578 KH

L
'

.
’

N

Mains
50,0 Hz

0 aov
12 anov
3 aoov

Switch back in 37 Sek

Engine running

=[]

S

Hanseatic
Power

30.08.2024 06:21:53

Generator

25.3 ]

® Solutions

50.0 Hz
400 v/
400 V

5 400V

20 Siar(s)

345KW

-0.80 LF
15 KW
100 A 115 KW
100 A 15 KW
78 TN

100 A

- N “
. I"
A

s
50.0 Hz
400V
400V
400V

Deactivate C.B.
Interlocking

Start blocking
active

Main image (HOME):

Provides an overview of the condition of the system
and the most important measured values.

Allows quick access to important information and
menus, as well as control of the system function.
The lamp test is activated by pressing the top button
on the right side of the screen.

Main image (HOME) with LED:

In the device management under LED panel, two
LEDs can be assigned a function and displayed in
the main screen.

Switch backin 37

Engine running

LBl il

Lol i

Main image (HOME) with synchronoscope:

:Jianseatic 01.01.2021 06:21:53 .
¥ Solutions i) T When syncing is active, the image will automatically
<o >\\ fade in and fade out again after syncing.
/ \ If this view has been left by selecting a menu, the
l\ ”y' iy synchronoscope can be called up via the
\< 180° >/ corresponding button.
o5 Ge
Generator 410V 49.8Hz
Netz 400v 50.0Hz
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6.2 Function keys
Hanseatic 01012021 08215 For the uncomplicated implementation of an
load resistance selected a - .. . . .
Bl Soviors = additional desired system function, function keys

can be parameterized. The button is only visible

when at least one function key is parameterized to

a digital output.

Using the GV2 parameter software, a suitable text

can be assigned to the soft button. (see point 4.1.3)
— If a function has been activated by pressing the

e T —_ corresponding button, the button will be displayed in

oo |7l "

HIEIEL

6.3 Fault messages
Hanseatic 50052024 052153 [ Generator . Select the fault reporting menu.
e — 345KW |2 %
= Solutions =
2 o ¢ 50.0 Hz -0.80 LF —
sy oA wskw [ - The acknowledgement/reset button changes color
2 400v 100A nskw | A H H
S amy o mery B according to the upcoming fault message. The

20 Star(s) 378 KK 13600

button is used to acknowledge the horn and reset
fault messages.

Mains
50.0 Hz

L1 400V
L2 400V
L3 400V

Switch backin 37 Sek
Engine running

A
o ME&) | =
. The submenus of this menu item are used to display
_@E R ) currently pending fault messages, as well as the

contents of the fault message memory. In '‘Current
Fault Messages', 16 messages can be displayed at
the same time. If more fault messages are listed for
the respective menu than can be output on the

. display at the same time, the arrow keys allow
[
A

A
‘ﬁ] turns yellow on warning alarms.

- turns red when alarms turn off.

BE)

Y
i [,

AL101 emergency stop

scrolling through the list. For a better overview of
longlists, the number of pending fault messages and
the page you are on is displayed in the upper right
corner next to the arrow keys.

In the fault message memory, eight messages are

@ .l |
= listed per page with date and time.
tual fault reports =0 5
_@E L The last 499 fault messages are stored in memory.

AL101 emergency stop 14.01.2024 11:45:13

s
o

@l =
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6.4 CAN J1939
Hanseatic 30.08.2024 06:21:53 Generator 1 . .. .
e 345KW |- = The button is only visible and can be selected if the
¢ 1 It — CAN BUS coupling has been activated.
tj e e Various images can be selected on which the
[] ey aew o values provided by the ECU can be displayed.

12 400V

13 anov

Switch backin 37 Sek
Engine running

ol =E)=

-[AIN 09-15}[NN 17-24]{AIN 25-32]{ BIN 01-08

Analog values that are read from the engine control
system.

s
=

AIN 01 Engine speed 1500 rpm —

AIN 02 Coolant temperature 95°C

AIN 03 Oil pressure 4,22 bar

AIN 04  Oil temperature 110°C

AIN 05 Coolant level 95.3 % A

AIN 06 Battery voltage 25,56 VDC |

AINO7 MTU Error code 110

AINOB - .

A LN

oMM~ &

LR

Binary values read from the engine control unit.

.
{AIN O‘I-DS"AIN 09—15}[ AIN 17-24] {AIN 25—32]-

BIN 01 Protection system has shutdown eng.

BIN 02 Eng. coolant pre-heated state

BIN 03 Engine savety & protection override status
BINO4 -

BINOS -

BINDB -

BINO7 -

BINO8 -

A
oM HE~
_ mru zooaissooEcus |14 Analog and binary values written by the GEC0O20 to

the engine control unit.

OO000CCO

BOUT 01 Engine start command

BOUT 02 Engine stop command

BOUT 03 Operating speed down switch
BOUT 04 Operating speed up switch
BOUT 05 -

AQUT 01 Requested speed 1500 rpm
AouUTO2 - -
AOUTO3 -

oMz B~

CCO00

°
A
=
0
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6.5 Measured values
Hanseatic 30.06.2024 06:21:53 Generator
Powi
. Snlufirorls _ 345KW

50.0 Hz -0.80 LF
11 aoov 100 A 1B KW
12 anov 100 A ME KW
i3 400V 100 A 15 KW

20 Star(s) 578 KK 13800
Mains
50.0 Hz

(i 4o0v

2 400v
L3 400V

‘ Switch back in 37 Sek

Engine running

oM 2

- ]

50.00Hz -0.80 PF

L1 400V 230V 100.0% 120° 123A 100.0%
L2: 400V 230V 100.0% 120° 123A 100.0%
L3: 400V 230V 100.0% 120° 123A 100.0%

earth current 0A 0.0%

L1 115kwW 100.0% 132kVA 100.0% 25kVAR 100.0%
L? 115kW 100.0% 132kVA 100.0% 25kVAR 100.0%
L3 115kw 100.0% 132kVA 100.0% 25kVAR 100.0%
2 345kw 100.0% 396kVA 100.0% 75kvar 100.0%

CREBSE N

_[:

50.00Hz
L1 400V 230V 100.0% 120°
L2: 400V 230V 100.0% 120°
L3 400V 230V 100.0% 120°

CRBIS) 1EN

Depending on the device configuration, up to two
displays are available. In the upper line, the
measured value images for 'Generator' and
‘Net/Busbar' can be selected.
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6.6 Menu selection
Hanseatic 30.08 2024 08:21:53 Generator ]
Power - -
® Solutions 345KW
2 50.0 Hz -0.80 LF
L1 400v 100A 156 KW
2 a0V 100 A 15 KW
L3 400V 100 A 15 KW

20 Star(s) 378 KK

il
©

Mains
50.0 Hz

L1 a00v
12 aov
13 anov

N

Switch backin 37 Sek
Engine running

B i

@BIIIDI

operation values

analog inputs / outpuls]

analog values

digital inputs / outputs

logic and marker

—

counter and functions

controller

BUS setup contraller

[ }
[ ]
| |

adjustment

info

J
l
|

%D

&
DI

=5

Aty
v

B

6.7

Operation values

(operation valuesj}analog inputs / outpuls]

analog values

{digilal inpuls[oulputs}[ logic and marker

[counter and functions

controller

[
| [

adjustment }

info

" BUS setup contraller

A
=
B

analog values

_[analog inputs / outpuls]

(O synehronization release
(0) Deactivate C.B. interlocking
@ Parallel operation

@ Loaded

() Speed down

@ Speedup

O -

ogmE =

OOCCOO0OCO

a1,
an

A
=
0

The submenus can be exited via the Menu selection
button.

A jump to the main screen is possible at any time
with the HOME button.

A change of operating mode is also guaranteed
from each level.

Up to 16 operating values can be displayed. The
color of the LEDs and the displayed text can be
parameterized (see point 4.13).

Unused operating messages can be hidden.
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6.8 Analog inputs/ outputs
operation values ( analog inpursfoutpulsﬁ analog values = I:-
{digilalinputﬂloulpuls}[ logic and marker ][cuunterandfunctions
{ setpoints “ controller " BUS setup controller
E=N

i B |
CJENS] JEille

ey e
COM20 Al01 active power controller B8.00V 60.0 %
Al02  cos phi controller 9.00V 0.60 IND
AQ01 PID-T1 frequency/power 500V
AO02 mains frequency 7.00V 50.00Hz
AQ03 PID-T1 voltage/cos phi 500V
AQ04 generator frequency 7.00V 5000 Hz
PM20 AQOD5 battery valtage 6.20V 248V
AO0B apparant power 0.00 vV 0 KVA
GTP20 AOQ7 power [VVAY 00%
AQ08 cos phi 500V 0.00LF

LBl il

All parameterized analog values of the COMZ20,
PM20 and GTP20 modules are displayed here.
The actual voltage value on the AI/AO, as well as
the scaled value with the corresponding unit are
displayed.
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6.9 Analog values

analog inputs / outpu{ analog valuesj)

logic and marker

.

operation values

kS
..

digital inputs / outputs

[cuunter and functions

adjustment info

[ |
A
= e B
CRENS] RS

; The selection of the analog input modules (Al20-1-
[a"a"""""”““’”‘””'s]_ Py 3) and the PT100(0) modules (AT20-1-2) are

available for viewing only when these modules are
activated. The windows display the measured

. J . By

{ setpoints controller " BUS setup contraller

operation values

-I Al20-2 ][ Al20-3 ][ AT20-1 " ATZO-Z]

Al05 free text choice 0.00V xxxx % . .
A0S _ 0.00V  xx bar values with the selected unit.
A7 __ 0.00V XxXXX °C

AlOg 0.00V xxxx L

A0 __ 000V xxxx ADC

Al10

LBl il

[analog inputs / outpuls]_
[ Al20-1 ” Al20-2 ][ AI20-3 ]-l ATZU-Z]

0.00V xxx VDC

>[I

LR

a1,

operation values

PT01 free text choice Xxxx °C
AT o xxxx °C
] O ——, xxxx °C
[ — Xxxx °C
PTO5 xox °C
FICE oo xxxx °C
Al23 000V xxxx %
Al24 ... 0.00V  xxxx bar

A
=
0

ogmE =

6.10 Digital inputs/ outputs

operation values analog values

[analog inputs / outpuls]

=SB e

digital inputs / outputs logic and marker ][counter and functions
{ setpoints H controller " BUS setup controller
[ adjustment H info ]

o/F
=y
&
DI

Gl JE)
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Al
-[ digital output " logic and marker l AT

e () () () (70 G ) () (o) ()

)Gs

oM =
T O

eosn (1) () (i) (o)) () o) G ) (o ) (e )i )
poms () (o) () (o) () ) (o) o) o) ) )
31
) FED
(Ceor ) (Cems )

mr20 (707 ]( (708 ) PN20

Provides an overview of all digital inputs and digital
outputs of the controller.
Controlled inputs and outputs are shown in green.
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6.11 Logic and marker

operation values

[analog inputs / outpuls" analog values w

digital inputs / outputs logic and marker counter and functions}

{
|

BUS setup controller

—

controller ]

I
e T

= =
Lol el

{ digital input “ digital output ]_

Provides an overview of all available logic markers
for the controller.
Controlled logic markers are shown in green.

T 08)
)
LG 1311 61) (M 62)
LG 15(pa 1) (1 72) (1

a 75)(T 15 50)(T 1) .
LiBs) ez

[ [E]
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6.12 Counter and functions

analog inputs / outputs analog values

counter and functions

controller ][ BUS setup contraller

operation values

logic and marker

—

digital inputs / outputs

adjustment

|
[ ]
| |

A,
'

S

EM>

Gl
6.12.1 Counter
Al
test function test field R
start counter (80 ) starts -
reset all counters -
KWh counter 4321 | kWh RESET
working time 12324 | htotal

@ 0@ &)=

2 e

All meter readings are also displayed on the home
screen. An exception is the maintenance counter. If
the maintenance counter is activated, the time is
only displayed in the Counter menu.

In the event of a power failure, all values are

retained

Each counter can be edited by selecting the corresponding button outlined in green. A PIN secured input
window opens for the corresponding counter, in which it can be set to a certain value (0 to .....).

With the 'Reset' button in the right area, all counters can be reset at the same time after entering a separate

e
_[ {estfunction ]l fest field l - v
s
start counter (80 ) starts
reset all counters
kWh counter 4321 | kWh RESET
warking time 123.24 h total

@@ 2]

o el Start(s)

B
|

2]

345

1
4
7
0

ENT

Start Counter - The maximum number of generator starts that can be counted up to is 9999 starts.
kWH meter - The maximum representable value is 99999 kWh. The counting steps depend on the value

set of

pulse".

by means

parameterization

software

under

Hour meter - An hour meter is integrated into the automatic. The maximum engine runtime that can be

counted up to is 99,999 hours.
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Maintenance counter - The maintenance counter makes it possible to issue a message about the need
for maintenance of the unit depending on its mileage. The starting value of the counter is specified by
parameterizing 'Alarm 117' under 'Alarms int A General'. The maximum adjustable time is 999 hours. In
aggregate operation, the time is counted backwards. If the meter has expired, an alarm message is
displayed on the display. This can only be acknowledged by resetting the maintenance counter to the
starting value.

@ Note: You can only reset the maintenance counter if it has expired.

6.12.2 Test function

mains protect. voltage (

In the 'Counters and Functions' submenu, select the
‘Check’ button.

With the network protection test function, the
GECO20 compact automatic system offers the
possibility of checking the limit values and tripping
times required for mains protection when the
machine is at a standstill. In this case, the conditions
leading to the triggering of the mains protection in
the GECO20 are brought about without affecting the
system. To check voltage or frequency, the
corresponding buttons are activated. The active
check is indicated by the LED symbol. During the
test, the measured values can be checked. The
measured value display can be switched from
absolute to relative.

*
*
*
*

N

(=]~
8=

o

mains protect. frequency

o©

CI==1-]

@@

&[]

6.12.3 Test field

counter l[ {estfunction ]_

.
‘0

The 'Test Field' function unlocks test functions that
are only intended for internal use at HPS.

*
*
*
*
S
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6.13 Setpoints

The target values can be specified for three different
controllers. For the power controller and for the Cos
Phi controller, it is also possible to preselect
whether the set setpoint value on the panel
(internal) or the analogue value (external) should be
controlled. In the case of controllers that are not
activated via parameterization, the menu texts are
highlighted in gray and cannot be selected.

An input field opens when you press the green-
bordered area for the respective setpoint.

operation values analog values

analog inputs / outpuls]

—

digital inputs / outputs

oy
—

logic and marker

—

counter and functions

( setpoints ) controller " BUS setup contraller

EM>

_[ cos phi controller " mains controller

actual value 20.5%

L/ e A %
setpoint of GTP ( 30.0% ) =
- N G
setpoint internal v
selpoint Al % ) A 4 6
8 T
us
5 AR | =l
LIS Eliala

L
- =
s

power controller _ mains contreller

actual value 0.88IND PF S i
max 050 __0.97 LF
setpoint of GTP (097 IND |PF
e 2 3
setpoint internal v | r—
Selpoint Al02 3 5 6
e

9

DEL || ENT

ESC
348

5

2 e
HERE

Lol il

{ power controller [ cos phi controller ]_ -: :-
actual value generator 500 KW b min: -5
L LA kw
actual value mains 300 KW =
1 2 3
setpoint mains 400 KW  JJ
A ol 0
. 7 8 9 s
345
A N +/- || DEL || ENT
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6.14 Controller

.

operation values

A,

[analog inputs./ outpuIs] analog values l

digital inputs / outputs

[ logic and marker chunter and functions.

{ setpoints w BUS setup contraller

— TR
i (= o ©
ol |~

In order to select the control menus, the corresponding controls must be assigned to an analog output or
a digital output. The specification for the control range of the analog outputs is only possible via the
parameter software.

The controller parameters can be transferred to the GECO20 via the parameter software, and it is
also possible to change the values on the display during operation.
The input on the display is protected for all controls with a PIN.

\\\i ]

DI@M

6.14.1 PID Controller frequency /power

M (B[ 500 |
Kk kk

[ PID-controller ] impuls controller

voltage / cos phi

act. value KW 20 %
setpoint KW 30 %

',
| |
v KP 3.00 ] =
synchronization mode Ti ‘ 200 s J ‘ 8 w

hand adjust

[IIII

?WW

7
ol . Td [0 s | e — 9 ESC
mains parallel operation 5 34s
T (000 s | 0 £pe — —
generator parallel a
oneration dead zone [ 005 Hz | 0 DEL || ENT

e e
ClEls] EElcia

There are four different operating states for which separate controller parameters can be entered. Which
PID-T1 control parameters are currently effective is symbolized by a green tick v/ behind the active
operating state.

Attention: During manual adjustment, the automatic control is deactivated, the adjustment must be done
by the operator on the GTP20. After leaving the manual adjustment, the automatic adjustment takes effect
again.

If the input "Lock setpoint control U/F" is set, the automatic control in island and synchronization mode is
deactivated. The controller setpoint can be changed via the input functions "Speed lower", "Speed higher",
"Voltage lower" and "Voltage higher".
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6.14.2 PID controller voltage / cos phi

PN T
max:
1 *%kkk
. e (] ST
= 1 2 3 ‘
- act. value PF 0.88 IND i : —_ — —
i, setpoint PF 097 IND 4| 51| 6 4 6 ‘
s - e e (]
) 76 H 8 9 )
o e ] s o [=
Ta 00 s | 0 ‘ esc | =
mains parallel operation | 4
T1 000 s | A = _
GEw) | 2 i)
operation deadzone \0‘05 % ]
delay time .

6.14.2.1 Hand adjust

For test purposes, the manual
ETITE adjustment can be activated in the
‘ML respective control menu with the 'On’
ﬂ@f s || button. When the manual adjustment
———| Is active, the control output can be
L7 K ]i manually adjusted via the plus/minus
0 ‘ ec | buttons. The 'Reset' button allows a
‘ manual reset to the control center. To
exit the manual adjustment again, you
can click on the active 'On' button or
on an operating mode on the left
edge.

PID-controller
voltage / cos phi

LY

“ impuls controller

act. value KW 20 %
setpoint KW 30 %
island operation n AOO1 3.05VDC

(8]
synnhrunlzallun mode
mains parallel opalatlon
generator parallel
operation

@@ID

l Reset

A
=
{n)

6.14.3  Impuls controller

_ min

PID-controller
e max: 501

frequency f power

*

A,
-
e

PID-controller
voltage / cos phi

To activate the pulse control. At least one of the
following conditions must be met:
- Electr. Potentiometer must be
parameterized to an analog output.
- Speed adjustment "Lower" / "Higher" must
be parameterized to a digital input.

u
- act value KW 20 % 1 { 2 3 ‘ . . .
Lo sl sstpoint KW 30 % e
00sting 50 4 5 6 ‘
v S J |
frequency/ [ i 1
e Sl [ | 0]
- dead zone 0.01Hz — :‘ 7 8 9 ESC
parallel operation . [— ﬂ 0 ESC ‘ 3453
voltage/ bosiny | ) . J
cosphi|puselengnt | 02s | [(02s | { 0 } [ DEL ” ENT I
dead zone 5 % | .

LABIS] 1Nl
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6.14.4

Electr onic poti

T

elektronic poti
voltage f cos phi

impuls controller l

hand adjust

act. value KW
setpoint KW

Offset
Ramps

Hub (+/-)

20.0%
30.0%
[ 20v |
D

[ arsv |

=N o
E max- 5‘8
HBE
HEE
9

7 e

0 |

Two electronic potentiometers are available. The
potentiometers must be assigned to an analog
output in order to be able to make adjustments on
the touchscreen. The internal signals of the impulse
controller act on the adjustment of the electr.
Potentiometer. However, the values can be read out
and displayed with the help of the parameter
software Device Management 2.

DM | ks

@ P8 =

exit the manual adjustment again, you
can click on the active 'On' button or
on an operating mode on the left
edge.

3  Offset Base - voltage value at the analog output, the output is reset to this value when
the speed controller is reset (e.g. with GCB - off, start and stop command).
3 Ramp Specification of the time span for the voltage change at the analog output;
3 Hub Input of the control range (+/-) related to the offset value.
_[ elektronic poti_ ] impuls controller l - ' - E
voltage f cos phi = For test purposes, the hand
_ act value KW 200% 1 ‘ 2 J 3 adjustment can be activated in the
setpoint KW 30.0 % | r [ . : 1 [
K 456 respective control menu with the 'On
e e %“ —‘J— button. When the manual adjustment
B a LJ B ]i is active, the control output can be
A 0 ec | manually adjusted via the plus/minus
: buttons. The 'Reset' button allows a
. manual reset to the control center. To
P
L

@.0e 2 |=

Attention: During hand adjustment, the automatic control is deactivated, the adjustment must be done by
the operator on the GTP20. After leaving the manual adjustment, the automatic adjustment takes effect
again.
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6.15 BUS Setup controller

options ‘ function keys

A,
LY

operation values analog inputs / outpuls] analog values

CAN BUS interface

digital inputs / outputs

I

—

logic and marker Hcounter and functions

controller BUS setup controller

¥ load and cos phi adjustment via BUS

automatic pilot selection deactivated

In order to be able to select the button '‘BUS Settings
Controller' in the menu, it must first be activated in
the parameter program under "Options".

For the control via the BUS, there is also the option
of deactivating the automatic pilot selection. The
pilot is then selected from outside via a digital input.

—_— Y

|
[ ]
| |

adjustment

>

power an cos phi control via BUS p||ot o -: I:-
own ID 1
The green outlined touch surfaces are then used to
set the ID and the number of BUS participants.
bus participants  total 3 )
recognized &
loadbalance 2

power pilot 75.3%

Liosl il

D [

options | function keys

CAN BUS interface

¥ load and cos phi adjustment via BUS automatic pilot selection deactivated

¥ Load dependent switch on/off

As an extension of the control via the BUS, there is
the option of load-dependent disconnection and
activation of aggregates.

Two display images are available for load-

dependent switch-off/switch-on. The
"Configuration" screen is used for the basic
configuration.

In the "Switching Points" screen, the limit values for
the disconnection and activation of the gensets are
set.

All settings can be set in the device management as
well as on the tableau.

The changes made to the panel are propagated to
all other panels connected via the BUS after the
input has been confirmed. This means that changes
do not have to be transferred to each individual
panel via device management.

The entry is protected with a PIN (see 7.5).
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